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Abstract

This paper describes the estimation of vertical-structure parameters from combined inter-
ferometric and polarimetric radar data. Physical models expressing radar observations in
terms of parameters describing vegetated land surfaces are the foundation for parameter
estimation techniques. Defining a general complex cross-correlation enables the unified
development of models for interferometry and polarimetry, including polarimetric interfer-
ometry. This complex cross-correlation is expressed in terms of vegetation parameters by
three simple physical models in this paper: i) a randomly oriented volume, ii) a randomly
oriented volume with a ground return, and iii) an oriented volume. The parameters include
vegetation height, extinction coefficient, and underlying topography. Another parameter
on which cross-correlations depend is a function of the ground reflection coefficient, ground
roughness, and the strength of volume specular scattering. For the oriented volume, ad-
ditional parameters depend on the refractivity, extinction coefficients, and back scattering
characteristics of waves propagating along eigenpolarizations of the vegetation medium. The
above models show the observation sensitivity to parameters. For example, the interferomet-
ric cross-correlation amplitude changes by about 1% per meter of vegetation height change,
for experimental conditions typical of airborne and spaceborne interferometric radars, for
boreal forest vegetation. The polarimetric { H HHH/VVVV} ratio similarly changes at the
1% level for meter-level changes of forest height. Combining zero-baseline polarimetry with
interferometry can improve the interferometric parameter estimation accuracy if parameters
are constrained with reasonable assumptions. Parameter estimation is demonstrated with
2-baseline TOPSAR interferometric and zero-baseline polarimetric data from the BOREAS
project near Prince Albert. The demonstration shows the feasibility of measuring vegeta-
tion height to better than 4.3 m, underlying topography to better than 6.5 m, and the ratio
of ground-to-volume power to better than 10%. Fully polarimetric interferometry obviates
the need for constraining assumptions on the estimated parameters. Fully polarimetric,
multibaseline interferometry, which can be synthesized by airborne, multialtitude polari-
metric interferometry, will result in improved accuracy and will include more complicated

and realistic models than the fundamental models considered in this paper.




I. Introduction

The vertical structure of vegetated land surfaces is an important component of the de-
scription of ecosystems. “Vertical structure” refers to the characteristics of vegetation as a
function of vertical height above the ground, as well as the topographic characteristics of
the underlying surface. Quantitative measurements of vegetation characteristics as a func-
tion of vertical height bear on determinations of biomass, leaf area index, and vegetation
type [Waring et al., 1995]. Studies of forest succession and primary production also benefit
from vertical structure information. A complex vertical structure can indicate a mature or
old-growth forest [Franklin and Spies, 1991 ], which is generally less productive than forests
in early stages of maturity [Mooney and Hobbs, 1990]. The vertical structure of vegeta-
tion, for example the degree of canopy closure, is also an indicator of ecosystem dynamics,

including light competition and the ensuing relative populations of species [Neilson, 1995].

Figure 1 schematically shows the object of this paper: The estimation of vertical-structure
parameters from radar interferometric and polarimetric data. In Figure 1, M is a physical
model which expresses radar observations in terms of a small number of vegetation and
underlying-surface parameters. As shown in the figure, M transforms candidate parame-
ters into calculated observations in a loop, until the calculated observations are as close as
possible to observations from radar data. The number of parameters must be no greater
than the number of radar observations per resolution cell (= 10). The utility of relating
radar observations to a small number of parameters motivates the three simple, fundamental
models, M, described in this paper: i) a randomly oriented volume, with negligible ground
return, ii) a randomly oriented volume and a horizontal underlying surface, which induces
either a specular ground-volume (called “specular”) or direct-ground return (called “direct”
though the ground backscattered fields must propagate through the randomly oriented vol-
ume before arriving at the radar receivers), and iii) an oriented volume with no contribution
from the ground. These models result from a vector extension of Treuhaft et al., 1996, and
from including ground surfaces. While these models may be oversimplified descriptions of
vegetated land surfaces, their incoporation in the parameter estimation process yields rea-
sonable results (section IIT), and they serve as a foundation onto which increased model
complexity can be built as needed to increase accuracy. The interferometric and polarimet-
ric response will be related to the vertical structure of each model vegetated land surface.
Before describing the qualitative signatures of vertical structure in interferometry and po-
larimetry, and the quantitative signatures and estimation of vertical-structure parameters,

the cross-correlation applicable to both interferometry and polarimetry, the most general
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radar observation, is introduced below. The three M’s in this paper will express this general
cross-correlation in terms of parameters describing the vertical structure of vegetated land

surfaces.

i. The Interferometric, Polarimetric Cross-Correlation

The complex cross-correlations of signals derived from the fields returned to the radar are the
primary products of interferometric and polarimetric observations. Explicitly accounting
for the vector nature of those signals, the most general cross-correlation, applicable to both

interferometry and polarimetry, is
Cross — correlation = (p; - E’}l (R1)ps - E";; (R»)) (1)

where p; is the receive polarization at end 1 of the baseline, located at Rl, and Eﬁ (El) is
the vector signal received at ﬁl, due to a wave transmitted at polarization #;. In (1), p2 is
the receive polarization at end 2 of the baseline, while £, is the transmit polarization which
induces the return received at end 2 of the baseline. Note that the ¢, polarization can be
transmitted from either end 1 of the baseline (single-transmit mode) or end 2 of the baseline
(alternate-transmit or “ping-pong” mode). The ensemble average brackets () in (1) indicate
an average over all statistical properties of the terrain which affect the signals. In practice,
many-look averaging is assumed to be equivalent to the ensemble averaging indicated in (1).
Stochastic instrumental effects, such as thermal noise which decrease the cross-correlation
amplitude, are included in the ensemble average brackets for actual measurements, but
will be ignored in this paper because they are routinely removed in data analysis. Figure
2 schematically shows the ends of the baseline ﬁl and R} with the transmit and receive
polarizations. For simplicity, ping-pong mode is shown with both ends of the baseline
capable of transmission and reception. The single- and alternate-transmit configurations
will be discussed in section III. Using the standard H, V, and k right-handed coordinate
system, with H and V the orthonormal polarization vectors and k the wave propagation
direction and H x V = 1;', the vector signal at ﬁl in the H-V basis is

By = () @)
where Efl(ﬁl) . H is the signal at R, if the receive polarization were H and the transmit
were £,. The relationship between the received vector electromagnetic field and the vector
signal E£1 (R,) involves correlation with a reference function used to compress the signal in

range and azimuth [Treuhaft et al., 1996}, and will not be treated here.
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The polarization and baseline conventions describing “interferometry” (INSAR), “po-
larimetry” (POLSAR), and “polarimetric interferometry” (POLINSAR) in this paper are
shown in Table 1. In addition to Treuhaft et al., 1996, Sarabandi, 1997 (Ak interferometry),
Wegmuller and Werner, 1997 (classification with repeat-pass interferometry) and Hagberg
et al., 1995 (repeat-pass interferometry) have considered interferometric synthetic aperture
radar (INSAR) over vegetated surfaces. In this paper, it will always be assumed that the
data at each end of the baseline are simultaneously acquired. Repeat-pass interferometry,
in which data acquired at different times are cross-correlated, is not treated in this paper.
In order to apply the approaches described here to repeat-pass interferometry, the effects of
changes in vegetation position or composition between acquisition epochs must be modeled.
The signatures of vegetation in POLSAR have been discussed, for example, in Cloude, 1997
and Durden et al., 1989. Cloude and Papathanassiou, 1998 treat POLINSAR by optimiz-
ing the amplitude of a normalized version of (1) with the choice of transmit and receive k

polarizations.

it. Qualitative Signatures of Vertical Structures in Interferometric and Polarimetric Radar

By considering INSAR and POLSAR, this subsection provides a qualitative summary of
the response of the cross-correlation in (1) to the vertical structure of vegetated land sur-
faces. If an average value of vegetation dielectric is assumed for conceptual simplicity, the
qualitative sensitivities of INSAR and POLSAR can be summarized as foll‘ows: INSAR
responds primarily to the location and distribution of vegetation components and underly-
ing surfaces, while POLSAR responds primarily to the orientation and shape of vegetation
constituent scatterers. Based on quantitative reasoning in section II, Figure 3 qualitatively
illustrates the differences in the responses of interferometry and polarimetry. Figures 3a and
3b show two distributions of randomly oriented vegetation which would have very differ-
ent interferometric signatures and nearly identical polarimetric signatures. As will be seen
in section II. the INSAR phase of (1) increases with mean vegetation vertical height, and
therefore the phase derived from Figure 3b is greater than that for Figure 3a. The INSAR
cross-correlation amplitude of Figure 3b is also greater than that of Figure 3a, because the
vegetation constituents are less distributed and therefore contribute more coherently to the

complex cross-correlation [Treuhaft et al., 1996].

In order to demonstrate the sensitivity of POLSAR to scatterer shape and orientation,
Figure 3c shows a vegetation volume of elongated, oriented scatterers. This volume would

have a nearly identical interferometric response to that in Figure 3a (apart from those
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induced by changes in extinction due to vegetation orientation), but a very different po-
larimetric response. The interferometric signature of Figure 3a and 3c is nearly identical,
because the distribution of scatterers is identical and the normalized version of (1) most of-
ten used in INSAR is insensitive to the change in backscattering strength which may result
from orienting and elongating the scatterers as shown in Figure 3c. On the other hand, the
frequently-used polarimetric ratio! {HHHH}/{VVVV} will increase in Figure 3c, where
the vegetation is more horizontally oriented, and therefore more efficient at scattering out
of and into the H polarization state; for the randomly oriented volume of Figures 3a and
3b, {HHHH}/{VVVV} = 1 because there is no preferred orientation for the polarization
of scattered waves. Similarly, the magnitude and phase of {HHVV} will also change as
a function of the degree of orientation of the volume, as well as the shape of the scatter-
ers. More spherically symmetric scatterers will produce higher magnitudes of {HHVV},
while interferometric observations are comparatively insensitive to the scatterer shape or

orientation.

Because of its direct sensitivity to vegetation distribution, INSAR can almost always
play an important role in estimating parameters describing the vertical structure of vege-
tated land surfaces. If some of the vegetation scatterers in a scene are oriented, POLSAR
can also be sensitive to vertical structure and play an additional important role in vertical-
structure parameter estimation. For example, the grouhd surface of a forest is a horizontally
oriented scatterer with a polarimetric response which is very different from the more ran-
domly oriented vegetation above it. If the vegetéttion height were increased, decreasing the
contribution from the ground surface due to increased attenuation, POLSAR observations
would respond by being less characteristic of the ground surface and more characteristic of
the volume vegetation. Thus, both INSAR and POLSAR observations change when verti-
cal structure parameters change, suggesting that combining the INSAR and POLSAR data
types, including POLINSAR, may improve the accuracy of estimated parameters describing

vertical structure relative to that attainable from either alone.

i11. Approach to Quantitative Signatures and Parameter Estimation

The approach to estimating the vertical structure of vegetated land surfaces from interfer-
ometry and polarimetry in this paper is based on a quantitative description of the signatures

described above. Section II on the quantitative modeling of the response of interferometry

! The convention {f,p,2p,} will be used to specify POLSAR observations. but for HorV
polarizations, the hat will be dropped.



and polarimetry to vertical structure treats the three model scenarios already mentioned.
Although a more complicated and potentially realistic scenario arises from combining the
ground return with an oriented volume, scenarios ii and iii are treated separately to under-
stand their unique manifestations in INSAR, POLSAR, and POLINSAR. The parameters
describing vegetated land surfaces, on which interferometric and polarimetric observations
depend, are identified for each model scenario. Section II demonstrates that zero-baseline
polarimetry, in the absence of a priori parameter-constraining assumptions, does not im-
prove vertical structure parameter estimate accuracy relative to that attained from INSAR
alone. It also suggests, however, that POLINSAR on one or more baselines combined with

zero-baseline POLSAR will yield higher parameter accuracy than INSAR alone.

Section III first describes the sensitivity of interferometric and polarimetric observations
to the vegetation parameters identified in Section II. Section III then describes the param-
eter estimation process in detail, and combines INSAR and POLSAR data to demonstrate
structure parameter estimate accuracy by making plausible assumptions constraining the
parameters. The parameter estimation demonstration with BOREAS data is intended to.
show the plausible potential of POLINSAR, which may provide better parameter estimate
accuracies without the need for a priori assumptions. Parameter estimation from TOPSAR
data [Zebker et al., 1992] demonstrates the accuracy of parameters such as tree height,
underlying topography, and the ratio of ground to volume power in Section III. Section IV

contains a summary and a discussion of future data acquisition and analysis scenarios.

I1. Modeling the Dependence of Interferometric and Polarimetric
Observations on Vertical Structure

This section treats the quantitative response of INSAR and POLSAR by formulating three
models M from Figure 1. The physical scenarios generating the models are i) the randomly
oriented volume, ii) the randomly oriented volume with a ground-induced return, and iii) the
oriented volume. For each model scenario, the most general cross-correlation (1) is expressed
in terms of vegetation and surface (for the second scenario) properties. The specific INSAR
and POLSAR observations which follow from the general cross-correlation will be used to
identify parameters describing vegetated land surfaces. Considering INSAR and POLSAR
naturally suggests the application of POLINSAR. The general cross-correlations derived for
each model scenario below apply to POLINSAR, but the description of specific POLINSAR
observations and the full set of parameters estimable from POLINSAR are beyond the scope
of this paper. However, POLINSAR is repeatedly suggested when it is clear that it would

enable a substantial enhancement in parameter estimation performance.
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The quantitative derivation of the general cross-correlation (1) augments that in Treuhaft
et al., 1996 by introducing a ground surface and explicitly accounting for the vector nature
of the fields. The signals to be cross-correlated arise from a sum of signals from each
scattering element, both volume and ground. After deriving a general expression for the

cross-correlation, the specific model scenarios will be considered in the subsections below.

The general cross-correlation can be expressed as

M M
(pr - Ey,(Ry)p2 - B} (B2)) = (D _p1- B, (R;iR;) D po Ef (Ry;Ry))
=1 k=1
M,
_Z<P1 Etl(Rh ]u)p2 E (R27 ) +Z<p1 Etl(R17R.7g)p2 (R2§Rjg)>
Jv -79

)
where the first line describes the contributions of M signals, including the volume and
the ground. The vector signal Efl(él;éj) at Ry is due to a scatterer ﬁj. The second
line of (3) separa.tés the volume and direct-ground signals. The first sum of the second
line describes the cross-correlation of signals from M, volume scatterers, at ﬁju, in the
absence of a ground surface. As will be seen below, it also describes the cross-correlation
due to volume scattering coupled with specular ground scattering (either ground-volume or
volume-ground). The second sum in (3) describes the cross-correlation due to direct ground
scattering from M, ground elements, each at éj ,+ Which will be seen below to be patches
of the ground surface which are large enough so that their surface roughness patterns and
dielectric constants are uncorrelated. Eq.(3) anticipates that only the j = k terms contribute
to the cross-correlation, i.e. a given scattering element only correlates with itself. This is
because of the assumed independence of the statistical properties of the scattering elements,
and because the phase of the cross-correlation of elements that are separated by many wave
lengths will be distributed between 0 and 27 and will cause the cross-correlation of those
elements to sum to zero [see discussion after (21). Treuhaft et al., 1996]. By not including
cross terms between the specular and direct ground signals, Eq. (3) assumes that either the
specular or the direct ground return dominates. This is done only to simplify the treatment.
If specular and direct returns are comparable, they will correlate with each other and create
cross terms between the M, volume scatterers and the Af; ground elements in the two sums

in (3), as described in subsection c. below

The statistical vegetation and surface properties indicated by the ensemble <> averages in
(3) include, in the first sum, the three-dimensional position of the volume scatterers, and,

in the second sum, the two-dimensional position of the surface scattering elements. If this
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spatial averaging is separated out and the brackets are now taken to mean averaging over
all other stochastic quantities besides the spatial location of scatterers, then (3) becomes
[Treuhaft et al., 1996):

M,

(b1 E;, (R1)ps - B (Ba)) = Z/l dR;, Poot(R;,)(p1 - By, (Ry; Bj,)p2 - Ef, (R Bj,))
J :1 volume
Mg
+5 [ PRy Pas (B o (BB ) B (R )
Jg=1 sur face

_ / L W2<¢—1(§&—) 2| Ry — Rol)W2(n — m0)

x (p1 - E{I (Rl,wo; R)p, - Eti‘; (ﬁg,wo; é)) “Volume and specular

R, = =
+/ d’R o W%ﬁ(—l—) 2|R; — Rol})W2(n — no)
surface ’Lko

- X (ﬁl -E'fl(ﬁl,wo; é)ﬁg E—";“z (ég,Wo;é)> Direct ground

(4)

where onl(ﬁjv) is the probability per unit volume of a scatterer being at Rju, Pyry (ﬁj .)
is the probability per unit surface area of a surface scattering element being at ﬁjg, and
ko = wo/the speed of light, the wave number at the center of the bandpass. In the last lines
of (4), identical statistics have been assumed for all the volume scatterers, with spatially-
invariant number volume density po [Lax, 1951]. Similarly, identical statistics have been
assumed for all the surface scattering elements, with number surface density og. In the last
lines of (4), the signals have been expressed in terms of the Fourier component of the field

at the central frequency wo, E"{ (El,wo;ﬁ), received at B, due to a scatterer at R, and

1
range and azimuth resolution functions W, and W,,. The term ¢1(ﬁ1, R) is the propagation
phase of E; (Rl, wo; ﬁ), i.e. the phase which depends on the transmitter-scatterer-receiver
round-trip propagation path for the coherent wave. For example, for volume scattering,
b1 (ﬁl, ﬁ) = 2iko Iﬁl —ﬁ[. The argument of the range resolution function, expressed in terms
of ¢1(§1, E), is the length of the round-trip propagation path from R; to the scattering
element at ﬁ, minus the round-trip distance between ﬁl and the center of the range cell at
Ro, shown in Figure 4. The azimuth resolution function W, centered at azimuth angle 7y is
included for completeness, but does not affect the interferometric observables because the
azimuth direction (out of the paper in Figure 4) constitutes a rotation about the baseline

for when 1 — no is small.

For each model scenario, the fields in the integrands of (4) will be derived and inserted

to calculate the cross-correlation in the subsections below. Expressing the observations

8



typically derived from those cross-correlations in terms of the vegetation parameters on
which they depend constitutes formulations of M in the following subsections. Table 2 is
a list of observations and the parameters on which they depend for each model scenario.

Table 3 is a list of frequently-used symbols in this paper with definitions, for reference.

i. The Randomly Oriented Volume

The homogeneous randomly oriented volume is the simplest model of vegetation and serves
as a good starting point for considering INSAR, POLSAR, and POLINSAR. “Random ori-
entation” means that the probability of a scatterer’s being oriented in a particular direction

is equal to that of its being oriented in any other.

a. The Randomly Oriented Volume: The Cross-Correlation

The field needed for (4) from a randomly oriented volume scatterer at R consists of a
free-space contribution represented by the multiplicative terms in (5) and the first term
in the exponential, as well as the rays to and from the scatterer in Figure 5a. The other
contribution to the field is represented by the second term in the exponential in (5), due
to propagation into and out of the medium, as indicated by the rays from the scatterer at
R to all other scatterers in Figure 5a. For the randomly oriented volume, using a discrete-
scatterer approach [Lang, 1981], the field at end 1 of the interferometer due to a back
scatterer at R is [e.g. Treuhaft et al., 1996] 7

dmipo(t - Fy £ (hy — 2)

ko cos bz

] (5)

E{, (ﬁ17w0; ﬁ) = AzFbﬁ -t exp[2ikolﬁ1 - Rl +

where 65 is the incidence angle from Rito R, Ais 1/|R; — Ryl, and F, 5 is the scattering
amplitude matrix in the backward direction for a volume scatterer located at R. Tt replaces
the scalar backscattering amplitude f; in the previous work and is given by

HH pHY
F. == Fb,é Fb,ﬁ
bR=\| pVH pvVv

bR bR

with F b{’ }%1 is the backscattering amplitude for an incident and scattered wave of polarization
H. The medium propagation term in (5) induces an additional phase (via the real part of Fy,
the forward-scattering matrix) and attenuation (via the imaginary part). For a randomly
oriented medium, <F f> is a multiple of the identity matrix. since scattering from the H
polarization to the H polarization is equivalent to its V counterpart (diagonal elements

are equal); and there is no reason, on average, for a wave starting in the H polarization
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to rotate into the V polarization (off diagonal elements of (Fy) are zero). In (5), f is an
arbitrary polarization, since the quantity (f -Fy- f} is independent of polarization for a

randomly oriented medium.

Inserting (5) and the analogous expression Efz(ﬁg,wo; ﬁ)> for the field at end 2 of the
interferometer into (4) yields the cross-correlation for the randomly oriented volume. Taylor
expanding the phase of the integrands in the cross-correlation around the point B = Ry

[Treuhaft et al., 1996] yields the cross-correlation:

27

(p1-E;, (Ry) pa - B3, (B2)) = A*expliko(ri —ra)lo] | Widn / W2roeior"dr
0 —00

—8mpoIm(t-Fy - t)(hy ~ 2)

he ~
ia:z, (5 Fy 1) (5 - FX - 6
X/O "% po((P1 - Fy - t1)(P2 - F} - t2)) exp| —, Jd=
) 2m oo ) (6)
EA467'¢°(ZO)/ W,?dn/ Wfroe“"”dr
0 —o0
h
v N .o . - —204(hy — 2
X / =% po{(p1 - Fp - 11) (P2 - F} 't2)>exp[—“£—-l]dz
0 cos &y

where ry = |R; —Ro|, 71 = |Ry—R|, and r, = |R,— R| and h, is the height of the vegetation.
The notation | means that the differential path length to the ends of the interferometer
ry — 19 is evaluated at R = ﬁo, the Taylor expansion point, at the center of the range
resolution element on the surface of the vegetation (Figure 4). Since the central range
and azimuth are specified by the compression of the radar signal, zp completely determines
ko(r1 — m2)]o = ¢o(z0) in (6). The incidence angle at Ry is 8 and the extinction coefficient
oz has been defined by (8), refractivity has been ignored (because it has negligible effect).
The argument of the range resolution function is 2|R; — R} — 2|R; — Ro|, again, ignoring
refractivity. The arguments of both the range and azimuth resolution functions have been
suppressed. It will be seen that these integrations have the same value for all three model
scenarios considered in this paper. In (6), a, and . are the derivatives of the interferometric
phase kqo(ry —72) with respect to the vertical (holding the range and azimuth constant) and
range (holding the vertical and azimuth constant), respectively. They are functions of the
baseline vector B and are defined in Appendix B. The average product of the backscattering
matrix elements indicated in (6) is assumed to be independent of position, which is why the
subscript R has been dropped. This average product is the principal difference between the

vector and scalar derivation of the cross-correlation, in which this term reduces to fZ.

b. The Randomly Oriented Volume: Observations and Parameters
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This subsection describes interferometric and polarimetric observations and the parameters
on which they depend, and thereby specifies M for the randomly oriented volume. The most
common observation type in interferometry is a normalized version of (6). The parameters
on which this normalized cross-correlation depends follow from (6), taking the limits as
t1,P1,t2,P2 — £, and with A, the normalized correlation amplitude due to the range

- integral, which can be calculated from the hardware characteristics:

] dz'

(t- Ey(Ry)i- E§(§2)> _ 20, Apeitolzo) /hv £+ oxp [2dzz’
U BUB)P) (i BBy cosfole?ote/ oo = 1) Jo cos o
(7)

As in Treuhaft et al., 1996, the parameters on which the interferometric cross-correlation
depends are i) the vegetation height, h,, ii) the underlying topography, zo, and iii) the ex-
tinction coefficient, o,. The interferometric sensitivity to those parameters is demonstrated
in that reference. Throughout this paper, the height parameter h, is really the depth or
thickness of the vegetation layer, while h, + 2y is the altitude of the top of the layer (see
Figure 4).

The polarimetric cross-correlation represents many observations, one for each combination
of receive and transmit polarization. Two polarimetric observations discussed below are
{HHHH}/{VVVV} and the normalized cross-correlation {HHVV'}. Using (6) with r; —
r2 and o, . — 0 (polarimetry) and the fact that, for randomly oriented volumes, <(I—1T .

¥y - ﬁ)2> = <(V -Fy - V)2>, shows that
(HHHH}/{VVVV} =1 (8)

and therefore this ratio does not depend on any of the vertical structural parameters (h,

or zg) of the vegetation, but only on its random orientation. Another complex polarimetric

observation derived from (6) is

{HHVV} __ (#H-Fo D)V F;-V)) 1, ©
V{HHHH}\/{VVVV} \/«g 'F, - [fj)2>\/<(f/ Fy - V)2)

and similarly does not depend on any of the structural parameters of the vegetation, but
on properties of the backscattering amplitude matrix of the vegetation, as indicated by the

complex Y, parameter, which depends on average vegetation orientation and shape.

For vertical structure information about a homogeneous, randomly oriented volume, in-

terferometry, which depends on the vegetation height and underlying topography, is not
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enhanced by polarimetry, which does not. That (8) is equal to unity for randomly oriented
volumes, and, as will be seen later, is different from unity for either of the next two scat-
tering scenarios, suggests that the proximity of {HHHH}/{VVVV} to 1 could be used as

a test for the applicability of the randomly-oriented-volume model scenario.

it. The Randomly Oriented Volume with an Underlying Ground Surface

Including the cross-correlation contribution due to a ground surface incrementally increases
the level of realism and complexity in modeling the dependence of interferometry and po-
larimetry on the vertical structure of vegetated land surfaces. When the ground contributes,
adding its effect to the model increases the eventual parameter estimation accuracy and also
introduces polarimetric sensitivity to vertical structure, because the ground is an oriented,
and therefore pol@rimetrically sensitive object. Two types of ground contribution will be
considered: The specular return and the direct (backscattered) ground return. They are
shown in Figure 5b; the two types of specular return are described in the next subsec-
tion. For simplicity, either the specular or direct ground mechanisms will be assﬁmed to
dominate the radar return, along with that from the randomly oriented volume. If the
specular and direct ground returns are of comparable magnitude, then they will produce
cross terms in the cross-correlation which will be an obvious extension of the treatment
which follows. The cross-correlation and the observations and parameters will be consid-
ered for each ground mechanism below. The specular interaction, which will be treated

first, includes the ground-trunk interaction, if tree trunks are viewed as part of the volume.

a. Randomly Oriented Volume + Specular: Cross-correlation

The specular return enters the first integral in (4) in two ways (Figure 5b): By adding a field
incident on a scatterer at R due to ground reflection (at specular point ﬁsp 1,r, determined by
R, and R) of the incident wave from the transmitter at R, (ground-volume), and by adding
a field received at the ends of the interferometer due to ground reflection of the scattered
wave from R (volume-ground). It will be assumed that the average ground slope is zero
and that the statistical properties describing the ground (ground altitude and reflection

coefficient) are independent of the statistical properties describing the volume.
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The field to be inserted in (4) includes the volume contribution from (5) plus the ground-

volume and volume-ground contributions, which are derived in Appendix A:

dmipo(t-Fy - £)(hy — 2)
kocosé’ﬁ )
dmipo(t - Fys - E)h,

Ef1 (Rl,wo; ﬁ) = AzFB’R' . fl exp[2ik0|R1 — Rl +

A? expliko{|R1 ~ B, |+ |R— B, 5| +|Ri — R 0
+ eXP[l O{l 1 sp,Rl + l sp,R[ + | 1 RI} + k() oS espl P ] rough
X Fﬁsp'ﬁ“"ﬁl <R(08Pl,ﬁ)>med9 ' tAl Ground — volume (10)
) . ~ o - - dripo(t-Fy - E)h
2 v
+A exp[zko{|R - Rll + |R - Rsp,ﬁl + IRsp,ﬁ - Rl'} + ko P espl’ﬁ ] rough
X <R(‘9sp1,ﬁ)>medg ‘Fz 5 & : Volume — Ground

3p,
where the ground reflection matrix R(6,,, z) in (10), at the specular angle 0,p1,7 between
ﬁl and ﬁ, is diagonal and given by

_ RH(aspl,R') 0
R(Gspl,ﬁ) = ( 0 Rv(espl,ﬁ) (11)

where Ry and Ry are the horizontal and vertical complex Fresnel reflection coefficients
at 6, 5 for H and V polarization, respectively. In (10), F R, a—Fh is the scattering
amplitude matrix for a volume element scattering from the ground at R spl. toward the
receiver at R;, with the corresponding definition for F 5 For reciprocal media

(Tsang et al., 1985, Fz 5 =F

1"Rsp1,§
T
Rl _’Rspl,ﬁ

The ground roughness term I';ouqn in (10) describes the loss in specular amplitude due

to roughness [Beckmann and Spizzichino, 1963]:
Trough = exp[—~2k%a% cos ) (12)

where oy is the standard deviation of the assumed Gaussian-distributed ground heights.
The ground roughness term is included for completeness, but since it always multiplies
the reflection coeflicient, oy will not appear as a parameter by itself. Multifrequency
interferometry and polarimetry, which are beyond the scope of this paper, could potentially
be sensitive to the ground-roughness term by itself, as its frequency dependence could be

quite different from the terms it multiplies in (10).

The phases of the ground-volume and volume-ground components of (10) are equal and
contain the total path length indicated in Figure 5b. This R — ﬁsp,ﬁ — ﬁ(w,y, z) — R,

path length is approximately equal to 2]§1 - ﬁ(x, Y, 20)], twice the round-trip path length
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to a point directly below E, on the ground, as indicated in Appendix B and Figure B1.
The equivalence of these path lengths is used in the derivation of the cross correlation in
Appendix B. Because their phases, are equal, the two fields in (10) will contribute cross
terms to the cross-correlation calculated below. Inserting the sum of the fields in (10) into
(4), along with their complex conjugates interchanging Ry and ﬁg, therefore yields four
ground terms in the interferometric cross-correlation. A complete derivation is in Appendix

B:

. 2 2. PasS v . 20zh 2 o0 )
<p1 - Eg, (Ry) p2 - Efz(R2)> = expligo(z0)] exp|— “] W,fdn/ Wirpet* " dr
cosbp’ Jy oo
h !
~ R v ’ 202
51 - Fy - £1) (2 - Fj - £ toz = 1dz'
X po <(P1 b-t1) (P2 - Fy 2)>/0 € eXp[coseo] z

volume * volume

: hay .
+ (1 P o (RO0) 0P Py g (R(O0) i) x [ e

Ground — volume * Ground — volume

ho . ’
+ Dhuon(01 P oo (RUOO)) - 8) (P2 (R 60)) Py ) [l emves

Ground — volume * Volume — ground

By ] ,
+ Fgough<(ﬁ1 : <R(90)>FR'1—»R'W)§ : tl)(ﬁ2 : F*ﬁsp,ﬁ_‘)ﬁl <R*(00)> ' t2)> X /; dz' "%

Volume — ground * Ground — volume

by
+ T pugn{(P1 - <R(0°)>F§1—'ﬁs,,,ﬁ -11)(P2 - (R*(90)>F;i1—»§sp,ﬁ -13)) x /0 dz' e“i“‘z,]
Volume — ground * Volume — ground

(13)
where the central incidence angle, 6y approximates the exact specular angle for each scat-
terer, and the scattering amplitudes to or from the ffl direction are assumed equal to those
to or from the Ry direction. In (13), %, is the partial derivative of interferometric phase
with respect to the vertical coordinate z, but holding rectangular coordinates z and y fixed.
The need for holding rectangular coordinates fixed, as opposed to holding spherical coor-
dinates fixed as in «,, is given along with an expression for x. in Appendix B. The first
term in the cross-correlation in (13) is the same as (6). The additional four terms are for
the various combinations of ground-volume and volume-ground that correlate with each
other. Terms involving ground-volume-ground returns (two specular reflections) have been
left out because they are often small due to attenuation in the vegetation. Note that if

p1 = t; and po = £, and a reciprocal volume is assumed (Fﬁl—aé n = FE g—'ﬁl)’ the
apt, spl.
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volume-volume term of (13) contributes a phasor with a phase somewhere in the volume,
depending on extinction, while the net phase of the specular terms is ¢¢(zp), constituting a
phasor from the ground. As shown in Appendix B, if there is a transmitter at each end of
the baseline (ping-pong), the effective baseline doubles, and x, — 0 in (13), and the phase
of the ground contributions is zero (i.e. as though generated by sources on the ground at

z = zp) regardless of polarization combination and reciprocity.

b. Randomly Oriented Volume + Specular: Observations and Parameters

Calculating the normalized interferometric cross-correlation, as in (7), involves setting all
polarizations to be the same in (13). With all polarizations equal to ¢, for reciprocal media
(which will be assumed), the expectation values in the last four terms of (13) become the

same, and the cross-correlation becomes
(- Ey(Ry)i- B3 (Ry))
V- Bi(BoPR) (E- EoB)P)

rough(R (90)> <|t F_‘ é—d.il £|2> sinnzhv:l

hy
= Areidw(zo) [/ gioz?’ exp[QUzz’]dz/
0 cos by

(|t -Fy -t ) Y Ky
e2¢7a;h1,/cos o __ 1 F%ough<Rf(00)>2<|£' FR' ‘—'R.l . £|2> -1 (14)
< [ b y [ Rs .
20, (|t Fy - £2)

cos fp

[fohv eia;z exp[z‘f 20,2 ]dz +4AS hvsn;nhzhn]

= A,eitolo)
[cosg (sii'”_l/_?i%_l) +4A5h }

Again, the volume contributes a phase corresponding to a vertical height between 0 and h,,
while the specular ground contributions come from the ground at z = 2z9. This expression
shows that four parameters completely describe the single-polarization cross-correlation
when the specular mechanism is added: i) hy, ii) 29, and iii) o, (as for the randomly oriented
volume), and iv) Af , which is defined by the last line of (14) for specular interactions, and
which equals Aé when the interferometric transmit polarization is V, as in TOPSAR. This
last real parameter Ag is a measure of the strength of the ground contribution relative
to that of the volume contribution, and is the product of the roughness loss, the reflection
coefficient squared (for polarization V), and the ratio of the specular (éspl,ﬁ — R,) to back
squared scattering amplitudes for the volume (again, for polarization V). Because Af; is the
product of these terms, and because these terms are not sensitive to baseline, they cannot

be uniquely estimated from interferometry alone.
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From (13) and (14), noting that (|[H - F, - H|?) = ([V - F; - V|2) for randomly oriented
volumes, the polarimetric ratio {HHHH}/{VVVV} is

cos B¢

[ S expl222 ]d2’ + 4 th

(HHHH}/{VVVV} = (15)

[foh“ exp[%g"szoi;]dz’ + 4A‘§/ hv]
The {HHHH}/{VVVV} ratio depends on i) hy, ii) o, iii) Af;, and iv) A?I. Compar-
ison of (8) and (15) shows that the presence of the specular ground return sensitizes the
{HHHH}/{VVVV} ratio to the vertical structure parameter h,. If the interferometric
cross-correlation (14) and the {HHHH}/{VVVV} ratio (15) are considered together as
the observation set, a total of five parameters are required (see Table 2). Because the
additional parameter in (15), A% only occurs in the {HHHH}/{VVVV} ratio , adding
the polarimetric ratio to the interferometric observations does not improve the accuracy
of structure parameters very much; it merely serves to estimate A‘;I. However, if in addi-
tion to the normalized cross-correlation in (14) with V polarization, a normalized version
of (H-Egz(R)H - E;(ﬁﬂ) were also measured at H (i.e. polarimetric interferometry),
this additional observation would also depend on A‘;{{. Using polarimetric interferometry
along with the zero-baseline polarimetry in (15) would improve the estimation of structure
parameters. Fully polarimetric multibaseline interferometry would further increase the ob-
servation set from which to estimate the five parameters mentioned. To summarize, if the
specular ground reflection is the dominant ground interaction, polarimetric interferometry
coupled with zero-baseline polarimetry would help to estimate structure parameters, but
the {HHHH}/{VVVV} ratio alone does not improve structural parameter estimation. If
assumptions are made regarding the relationship between A‘S/ and Ag, for example that
their ratio is equal to the ratio of the Fresnel reflection coeflicients, then the parameter
estimation performance changes somewhat, and introducing the {HHHH}/{VVVV} ra-
tio does improve estimation. This is equivalent to assuming that the ratio of specular to
backscattering amplitudes in the Af parameters are independent of polarization. This is a
detail which will not be pursued here, but might be worth exploring to improve parameter

estimation when fully polarimetric interferometry is not available.

Considering another polarimetric quantity, the normalized {HHVV} ratio. shows that

the introduction of this polarimetric observation again increases the size of the parameter
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list on which the total interferometric and polarimetric observations depend. From (13):

ho o
{HHVV} T, fO exp[g—o:ei]dz -+ 4Af_1 AV hy
VIHEHEL/{VVVVY VIo expl28221dz' + 4AS, o/ 3 exp[2228 ]dz' + 4AS h,
(16)
where T is defined in (9) and
(B-Fp p B VF V)
spl, B R, , g—R
A% avw = (Rﬁ(90’6)><33(90>6)>[ = T ough
VUH By HE2) (V- Fy - VP2)
(17)

Egs. (16) and (17) show that, in addition to the five parameters on which the interferometric
cross-correlation and {HHHH}/{VVVV} ratio depend, the normalized {H, H,V,V} ratio
depends on 6) the real part of T}, 7) the imaginary part of T, 8) the real part of A% AV

as defined in (17), and 9) the imaginary part of A% These four new parameters

have to do with the strengths of back and specularHsfa:t:rmg and depend on the shape
and orientation of the volume scatterers and have very little to do with the vertical struc-
ture of the vegetated land surface. Once again, simply adding polarimetry adds too many
new non-structural parameters to improve estimation of structural parameters. Note that
(16) is complex and therefore consists of two observations, with the introduction of at least
two parameters, if the numerator of (16) is considered a single, complex parameter. More
parameters are required to extract information about Y, and Afl avv separately. How-
ever, with polarimetric interferometry along with the zero-baseline polarimetry above, the
inclusion of the normalized {H, H,V,V} ratio and the consequent estimation of these new
parameters will probably improve the accuracy with which vertical structure parameters
are estimated. The quantitative sensitivity of interferometry and polarimetry to ground

contributions will be presented for direct-ground contributions only, in the next sections.

c. Randomly Oriented Volume + Direct Ground: Cross-correlation

This subsection will derive the cross-correlation for the randomly oriented volume with a
direct ground contribution. The mechanism is schematically shown in Figure 5b. The fields
from the randomly oriented volume, as before, are inserted into the first integral in (4),
resulting in (6), but the fields from the direct ground return are inserted in the second
integral in (4). These fields will be taken to arise from randomly distributed patches of
surface, of length L on a side, where L is much greater than the distance over which surface

roughness features which induce backscatter are correlated, but much smaller than a range
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resolution cell (see Figure C1). The dielectric constant of each small patch is also assumed
uncorrelated with that of any other. The field scattered from each small patch is given by
the vector equivalent of the Kirchoff integral [Jackson, 1975; Ishimaru, 1978] over the patch
of surface. For example, the first field needed for the second integral in (4), due to a small
patch centered at Ris given by an integral over the su1."face of that patch:

2mipo(t - Fy - i}h,,] y
kocosf

1 {V x / [V x E; (R)]G(Ry, B)ds' + wseoﬁ x V / [V' x H; (R))G(Ry, B')ds'}
(18)

p1 'Efl(él,w0§é) = exp [

where N is a surface unit normal, and E{l (R') is the scattered electric field on the surface
at the position R , é, small distance away from ﬁ, due to an incident field with polarization
t;. In (18), ﬁgl (R') is the scattered magnetic field on the surface at &', and G(R;, R') is
the Green’s function for the reception point Ry and the integration point on the surface at
R’. The first term in (18) accounts for the outgoing propagation of the wave through the
randomly-oriented volume, and the fields inside the integrand are assumed to be generated
by incident waves which have propagated through the volume. The calculation of E}l (R”)
and ﬁgl (R') in Appendix C uses the Fourier transform of the roughness pattern P(vm, vn),
with v = 27 /L and m and n integers in the Fourier sum. Inserting those fields into (18),

as shown in Appendix C, yields

o= = = iko ¢2ikol R1— R dmipo(t - Fy - t)hy
X / dz'dy’ ZP(Vm, vn)eil(vm-+2ko sin 9’)x,+""y/)f,51,£1(vm, vn)

mmn

where f; ; (vm,vn) is a function of the dielectric constant, scattering geometry, and Pr-t1
polarizations. The ensemble average of (19) times the complex conjugate of the analog of
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(19) for the field received at Ej, required for insertion in (4) is

—20.h,
cosflz

]

% / dx/dyldx//dy// Z <P(Vm, l/n)P*(um', Vn/)>ei((z/m+2ko sin 85)z’ +vny’)

m,n,m’,n’

x e—i((um’+2ko sin6,)z"+uy”)<fA ; (Vm l/n)f* . (I/m/ l/’n/)>
P11 7

7] o 3 \A % (D = A k et
(1 - Ey, (B1,wo; R)p2 - E, (Ra,wo; R)) = To—3e ol = Rl ~1R2= R gxep

4.2 L - o

X Z W(I/m, Vn)ei((um+2k:o sin8p)(z’ -’ )+l/'n,(y —y"'))
™ (20)

X <f151,t1 vm l/n)f P (vm, I/n)>

_ A'KGL? gikol By~ Bl ~| Ry = Bl gy 1 =20zl
2 p| ]
4 cos 61’2’

X /dl/zdunp(z/z,l/y)<fﬁ1,£1(1/z, Vy)fgzyfz(l/myy»‘s(yz + 2ko sin 6p)6(vy)
_ AL
4

Wp(~2kosin o, 0){f;, z, (—2kosinbo, 0)f ; (~2kosinfo,0))
x eikol = Rl=[Fa= ] gy ~20zho
cos Bz
where (P(vm,vn)P*(vm/,vn’)) = W(vm, vn)bm m6nns, and (L2/4n2)W (vm,vn) —
Wp(ve, vy), the power spectrum of the roughness at spatial frequencies v, vy, as indicated
in Appendix C. For slightly-rough direct-surface scattering (kgoy << 1) it has been shown
that for backscattering [Ulaby et al., 1982; Valenzuela, 1967]

<fﬁ1,fl (—2ko sin by, O)f;zyfz(—2ko sinf6p,0)) = 16k3 cos* 6y <o‘m,t1 oy t2> (21)

where

o = €& —1 o = (¢, — 1)[e,sin? 8y + (e, — sin” fp)]
A8 Toosby + (er —sn2 0P OV T e cosbo (6 —sin?0) P (22)

and af“; = a‘*,,ﬂ =0

where €, is the complex, relative dielectric constant of the ground.

Inserting (21) into (20), and (20) into the second integral in (4), and using (6) for the

first, purely volume integral yields the cross-correlation due to a randomly oriented volume
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over a backscattering ground surface:

- - - - , 20.h 2 o0 .
~ A ES 7l — A4 td0(20) _ z't 2 2 QT
(pr- E; (R1) P2 Efz(R2)> = Atei®0(20) exp] cos&o] ; Wy dn /;OO Wirge'*r"dr
5 2 \(H * 7 o iz 2’ 20.2.
po{(pr - Fo - t1)(P2 - F§ - £2)) e'*** exp| |d= Volume — volume
0 cos By

+ 4kf cos® 0o Wp(—2kq sin 6y, 0) <a;31,£1 a;;z, i, >} Direct ground — Direct ground

(23)

Note that in (23) the surface density of patches is taken to be 1/L?, i.e. the surface is
completely filled with patches. Also note that the direct-ground contribution to the cross-
correlation in (23), like the specular ground contribution under the assumptions mentioned
in subsection ILii.a., contributes a phasor with phase ¢¢(2¢), from the ground. This is true
whether or not the surface is assumed to be slightly rough, but the polarimetric signatures
in the a; ; will change with the magnitude of surface roughness. The specular and direct-

ground mechanism. each present a different parameter estimation scenario, as shown below.

d. Randomly Oriented Volume + Direct Ground: Observations and Parameters

The normalized interferometric cross-correlation from (23) for the randomly oriented volume
+ direct-ground scenario is equivalent to the model M for this scenario and is given in terms
of vegetation parameters by:

fohu eiazz' eXp[zaT‘z,]dZ' +4Ath

cos 8¢

<£ Ef(ﬁl) tA . Eg(é2)> _ Arei¢0(20) [
V- Bi(R)P)(E- EdBo)P?) [ Bo( ==t + 4A?}

(24)

where AP = kg cos* 8o Wp(—2ko sin 6, 0) <a§, i)/Po(t - Fo - f>2 represents the strength of the
ground contribution, relative to the volume strength. As for the specular case, interferom-
etry is sensitive to a volume component with a phase corresponding to a vertical height
within the volume, and a ground component with a phase corresponding to the ground
altitude at = = zo. However, comparing (24) to (14) shows that the direct-ground relative
contribution as described by the AED term in (24) does not increase with vegetation height
like the analogous specular term in (14). Unlike Af . it also decreases with vegetation den-
sity, po. These differences simply point out that the specular return is really a volume effect,
in which the waves incident on and scattered from the volume are coherently reflected by

the ground. The direct-ground mechanism is a surface effect, in which the rough surface
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contributes new incoherently scattered returns. The four parameters describing the direct-
ground return for interferometry are, for a V interferometer, i) h,, ii) zo, iii) o, and iv)
D
v AV'
For the {HHHH/VVVV}, an additional parameter 5) A?I is introduced. From (23),
the{ HHHH/VVVV} ratio is

cos fg

[foh" exp[22=2]dz’ + 4A§]

{HHHH}/{VVVV} = (25)

[fohu epr[%ggeiol]dz' + 4A€J
If the surface is assumed to be only slightly rough, then the ratio Ag / Ag isag g/oay g,
from (22), if the interferometry and polarimetry are done at the same incidence angle. The
normalized { HHV'V'} cross-correlation can be derived. As in the specular case, this obser-
vation introduces the T, parameter and a Ag, AV parameter analogous to its specular
counterpart defined in (17).

11. The Oriented Volume

As the final model scenario, this subsection considers the cross-correlation resulting from
an oriented volume with no ground surface. Ultimately, an oriented volume with a ground
surface should be considered, but this simplified treatment is intended to isolate the cross-
correlation and parameters which arise from each model scenario, rather than from their
combination. Tree trunks and branches can obviously have preferred orientation direc-

tions, and this subsection demonstrates the resulting interferometric and polarimetric cross-

correlation signatures.

a. The Oriented Volume: Cross-Correlation

When the volume is oriented, the average forward scattering matrix (F) in (5) is no
longer a multiple of the identity matrix. As shown in Appendix D, a wave incident on
an oriented volume will propagate along two polarizations which are eigenvectors of <F f>,
called “eigenpolarizations” [Tsang et al., 1985]. If the eigenpolarizations of a medium are p,
and Py, they will each propagate through the medium with refractivity (index of refraction
-1) x, and yp and extinction o, and o, respectively, as shown in Figure 5c. The quantity
(ko/2mpo)(koXa + 04, /2) is the eigenvalue of the (F ;) matrix corresponding to eigenvector

Pa. The field necessary for insertion into the first integral in (4) involves projections of
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the incident and received polarizations on to the eigenpolarizations, and is given by (see

Appendix D):
ﬁl'Efl(élva§ R)= A2e?kol Ri-Rl

% Z(ﬁl . ﬁz)(fl . ﬁ])(ﬁz T, ﬁj) exp[ikO(Xi + Xj)(h”v — Z)] exp[_ (U:Ei + Umj)(hv — Z)]

cos g 2cos by

(26)
where the indices %,j run over the eigenpolarization labels a and b. Inserting (26) and
its complex conjugate into the first integral in (4) yields for the cross-correlation from an

oriented volume:

(P 'Efl (R1)p2 - EZ‘Z (R})) = Aeito(20) / W,fdn/eria'Trodr

he , o o .
x | dzpoe’®s® > (1~ pi)(Er - B;) (B2 - i) (B2 - B)((Bi - Fo - ;) (B - F*o - B1))  (27)
0 i.ske,l

iko(Xi + X5 — Xk — X1)(ho — Z))] exp|— (02, + 02, + 0, + 02, )(ho — Z)]

exp| cos 8y 2 cos by

where all polarizations have been assumed to be linear (real components) for simplicity of

notation.

b. The Oriented Volume: Observations and Parameters

From (27), because in general, the polarization at which interferometry is done will not be
an eigenpolarization, the usual normalized cross-correlation depends on many parameters.
In addition to the vegetation height (h,) and the altitude of the underlying surface (zo),
the difference in refractivity of the two eigenpolarizations, x, — x» is also a parameter, as
well as the extinction coefficients for each eigenpolarization, o, and o,. In addition, the
backscattering matrix averages ((f; - Fy - §;) (e - F*» - Bi)), where i, 5, k, [ take on the eigen-
polarization indices a and b constitute 18 new parameters (3 complex parameters for each
matrix in the product), if the medium is reciprocal [Tsang et al., 1985]. The terms multi-
plying the backscattering matrix averages can all be characterized by a single parameter,
Pa fr the angle between the the & polarization and H (assuming that & is perpendicular to
5) This set of 24 parameters seems prohibitive, but symmetries in the medium may reduce

the number of independent parameters, and with multibaseline polarimetric interferometry,

more than 24 observations are available from which to estimate the parameters.

In the absence of symmetries, if POLINSAR is available, one approach to simplifying the

parameter estimation is to use polarimetric optimization techniques to find ¢, 4 [Cloude
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and Pottier, 1996]. Polarimetric interferometry can then effectively be done with p;, = £, =
Py = ty = P, and then equal to p,. The two cross-correlations at the eigenpolarizations,
coupled with the zero-baseline polarimetry used in optimization, depend on the parameters:
i) hy, ii) 2zg, iii) 04,, iv) 0x,, and v) ¢ fr» @ tractable parameter set which could be estimated

with single-baseline POLINSAR [Treuhaft and Cloude, 1999].

III. Parameter Estimate Accuracy

This section addresses the accuracy of the vegetation and surface parameters enumerated

in the last section. The estimation of parameters can be viewed schematically as [Hamilton,

1964]:
Param; Obs;
Params Obs,

=M1 (28)

where the lefthand column vector represents the vegetation and surface parameters to be
estimated, and the righthand column vector represents the observations available, such as
those in the second column of Table 2. In (28), M™! is an operator which gives the pa-
rameters as a function of the observations, and is the equivalent of the process described in
Figure 1. That process uses M based on equations such as (7), (9), (14), (15), (16), (24),
(25), and (27). The error in the parameter vector arises from an assessment of the errors in
the observations and in M. In the subsection below, the sensitivity of the observations to
parameters, related by models derived in this paper, is first explored. In general, the more
sensitive an observation is to a parameter, the more accurate the parameter estimate. In
the second subsection, parameter estimate results from the BOREAS project demonstrate
the feasibility of interferometry + polarimetry for determining vegetation and surface pa-
rameters. This subsection will focus on vegetation height, h,, the surface topography, zo,
and the ratio of ground to volume power, Ry_,, which is a function of parameters to be
shown below. It will be shown that interferometry + polarimetry and ultimately polarimet-
ric interferometry have the potential of determining h, to better than 4.3 m, 2z, to better

than 6.5 m, and R,_, to better than 10%.

i. Observation Sensitivity to Parameters

In order to understand parameter estimate accuracy as a function of the array of obser-

vations available, the sensitivities of the interferometric cross-correlation amplitude and the
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{HHHH /VVVV} ratio to vegetation height are considered in Figure 6a, for a randomly-
oriented volume with a direct ground return. The direct-ground mechanism discussed in
the second model scenario was chosen because it appears to dominate the C-band data
shown in the next subsection. The sensitivity of a randomly-oriented volume only is shown
in two of the curves in Figure 6a, using (7) to determine the normalized cross-correlation
amplitude and (8) to show the {HHHH/VVVV} ratio. Egs. (24) and (25) determine the
“volume+ground” curves in Figure 6a. In order to determine the cross-correlation ampli-
tude and the {HHHH/VVVV} ratio, in addition to the vegetation height on the abscissa,
the extinction coefficient, Ag, and Ag must be specified. The extinction coefficient was
taken to be 0.3 db/m and Ag was taken to be equal to 1004%,"./,

35° incidence, with a similar relationship for A?I. The values of Al‘; and Ag were chosen

with ayp ¢ as in (22) at

to represent slightly-rough-surface scattering, with the ratio of ground to volume received
power, Ry_,, at V polarization about 10% for h, = 20 m, as is typical of many forest types

[Moghaddam and Saatchi, 1995; Freeman and Durden, 1998]. From (24), this ratio is

D
47AV

v = R 1 (29)

where v = 20,/ cosfy. The baseline used for Figure 6a was 5 m, at a radar altitude
of 7980 m. It can be seen that, for the volume+ground curve, a change in vegetation
height of 10 m produces about a 10% change in the cross-correlation amplitude between
10 and 20 m heights, and a smaller change for higher heights. Therefore, if the inter-
ferometric cross-correlation amplitude could be measured with ~ 1% accuracy, few-meter
vegetation height determinationé should result. Figure 6a also implies that the correlation
amplitude is more sensitive to vegetation height changes when there is some contribution
from the ground, and therefore the presence of a ground return can improve the accu-
racy of the height estimate. The change in {HHHH/VVVV} ratio for a 10-m change in
vegetation height is between 5 and 15%, also showing that a few percent determination
of {HHHH/VVVV} ratio should help to determine vegetation height to a few meters.
Again, because the {HHHH/VVVV} ratio is only sensitive to vegetation height if the
ground return contributes (for a randomly oriented volume), including polarimetry in the
presence of a ground return can (with parameter-constraining assumptions as mentioned

below) enable improved vegetation height estimation.

Figure 6b is an example of the sensitivity of polarimetry to an oriented volume. A calcula-
tion of the oriented-volume cross-correlation from (27) assumed small dipoles with preferred

orientations, which led to expressions for the extinction coefficients and refractivities and
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the ((ﬁz -Fp - p;)(Br - F* - P1)) backscattering terms needed in (27). Dipoles were assumed
to be oriented with equal probability with polar angle between 5° and 95°, and with uni-
form azimuthal angle (between 0° and 360°). The restricted polar-angle range generates
the orientation characteristics of the volume. The azimuthal symmetry causes the average
forward scattering matrix of the medium, (F f>, to be diagonal, and there is therefore no
rotation of an H or V polarization vector as it propagates through the orienfed medium.
If the extinction coefficient at V polarization of the oriented volume is again taken to be
0.3 db/m, as in Figure 6a, the interferometric cross-correlation for the oriented volume is
exactly the same as the “volume-only” cross-correlation for the randomly oriented volume. -
That is, orienting a volume with aziumthal symmetry (eigenpolarizations are H and V)
does not change the interferometric cross-correlation amplitude at V or H, if the extinction
coeflicient is not changed. But the {HHHH/VVVV} ratio does change. Figure 6b shows
that the {HHHH/VVVV} signatures due to an oriented volume can be of the same order
as those due to a randomly oriented volume and a ground surface. Parameters estimated
by assuming a randomly-oriented volume plus a ground surface may therefore be in error
if the volume is actually oriented. Ideally, both an oriented volume and a ground surface
would be included in the model M, but the number of parameters describing such a model

would require fully polarimetric interferometry at a few baselines.

#1. Parameter Estimate Accuracies from Data

The data demonstration in this section shows the plausibility of combining interferometry
and polarimetry based on the simple parameter dependencies in the text and summarized
in Table 2. Because the data in the demonstration which follows are limited, and consist
of two baselines at V and zero-baseline polarimetry, only the randomly oriented volume +
direct-ground surface will be included in M used in the parameter estimation. Volume ori-
entation effects will be regarded as a possible source of error. The direct-ground mechanism
from a slightly-rough surface will be assumed below because, for all but one of the 10 stands
observed, the {HHHH/VVVV} ratio is less than 1. From (15), (22) and (25), it follows
that, because Rg(6o) > Ry (fo) (specular) and because ay ; < oy v (direct), the sign of
{HHHH/VVVV} — 1 is a reasonable discriminator between specular (positive) or direct
(negative) contributions. With the expanded data set of multibaseline polarimetric inter-
ferometry, both ground mechanisms could be considered and the slightly-rough assumption

would not be necessary, but that is beyond the scope of the present demonstration.
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The interferometric data were collected at the BOREAS Southern Study Area near Prince
Albert in July 1995. The part of the site used is reasonably flat, obviating the need for
estimating ground slope parameters not treated in any of the model scenarios described.
The data were taken with TOPSAR. (interferometry at V polarization) at C-band (wave
length=>5.6 cm) in “ping-pong” mode. “Ping-pong” refers to the data acquisition mode in
which signals are alternately transmitted from each end of the baseline. By following the
derivation of the cross-correlation in Treuhaft et al., 1996, it can be shown that ping-pong
acquisition, for a direct-ground+randomly-oriented volume mechanism, results in an effec-
tive doubling of the usual 2.5-m TOPSAR baseline, yielding the additional 5-m baseline
used in this analysis. The {HHHH/VVVV} ratios were collected with AIRSAR (zero-
baseline polarimetry) in July 1994 over the same area. The data were taken at an aircraft
altitude of approximately 7.5 km. The cross-correlation amplitudes and phases, as well as
the {HHHH/VVVV} ratios, incidence angles, field-measured height, and radar-estimated
height are given in Table 4. Coincident interferometric and polarimetric data over a reason-
ably flat, well-calibrated area were not available at the time of the analysis for this paper,
but such a data set has recently been acquired and is currently in the early processing
phase, and will be reported in future publications. The analysis below proceeds under the
assumption that, because the {HHHH/VVVV} data were taken at the same time of year
over the same site, they result from similar terrain characteristics as the interferometric
data taken one year later. Implicit is also the assumption that instrumental calibration of
the {HHHH/VVVV} data is accurate at the 1% level or better for the two acquisition
epochs. If these assumptions are in error, they will probably contribute to errors in the

parameters estimated with interferometry and polarimetry.

Figure 7 shows an interferometric cross-correlation amplitude map of the part of the
BOREAS Southern Study Area used in the data demonstration of parameter estimation.
The correlation amplitudes range from about 0.8 to 1.0 for the 5-m TOPSAR baseline,
and the stands of Table 4 are numbered. The approximate coordinates of the center of
the image are -104.7 degrees longitude and 53.9 degrees latitude. Each stand is 100-200 m
on a side. In Figure 7, the darker areas (smaller amplitudes) result from taller vegetation.
Although thermal noise effects have been removed from Figure 7, the range effects in A,
have not been removed, and there is some trend toward lower correlation amplitudes at

smaller incidence angles (left-hand side of the figure).

Parameters will be estimated in two modes of analysis: i) from the interferometric data

alone, and then ii) from the combined interferometric + {HHHH/VVVV }-ratio data set.
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Other polarimetric quantities will not be introduced because, from Table 2, their inclu-
sion in the analysis introduces the need to estimate more parameters which have to do
with single-scatterer characteristics and not vertical vegetation structure. For the direct-
ground mechanism, the estimation of parameters in the first mode, from the 2.5-m and 5-m

interferometric-baseline data alone, can be represented by (see (24)):

By 2.5 — m Correlation Amplitude

20 gl 2.5 — m Correlation Phase — ag-1

ox | M, 5 — m Correlation Amplitude | ~— M/ | O (30)
A‘I; 5 — m Correlation Phase

where MI’1 is an operator which transforms a set of 2-baseline interferometric data into the
parameters on the left side of (30), and the observation vector ( Oy ) is defined by (30). If the
{HHHH/VVVV?} ratio is included in the parameter estimation, at a different incidence
angle, 6,, and slightly-rough-surface scattering is assumed, the parameter vector becomes

(from the definition of AP following (24) and (25))

he Py

20 20

Oz Oz
A‘lg(go) = | Tcost 90<a%,"7(er‘)> (31)
Ag(Op) ¥ cos? 9p<a%/,‘7(er)>
A?I(Gp) ¥ cos? 0,,(&%7}}(6,))

where the interferometry is 'done at incidence angle 6y, and the parameter
U = k§Wp(—2kosinbp,0) /po(t - Fp - f>2 is assumed to be independent of incidence an-
gle. That is, the roughness power spectrum is not assumed to change much when evaluated
at the two incidence angles. This assumption, along with that of the slightly-rough surface,
is necessary to reduce the 6-element parameter set in (31) to the following 5-element set
(there are only 5 observations): i) h,, ii) zo, iii) o, iv) ¥, and v) €.. The parameter

estimation scenario becomes

hy 2.5 — m Correlation Amplitude

2 2.5 — m Correlation Phase

o; | =Mjlp | 5—m Correlation Amplitude | =Mj)p | Orsp (32)
v 5 — m Correlation Phase

€r : {HHHH/VVVV}

where M7 i p is an operator which transforms a set of 2-baseline interferometric data plus
the zero-baseline polarimetric {HHH H/VVVV} ratio into the parameters on the left side

of (32). Since the ground dielectric constant is complex, there are actually 6 parameters
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on the left side of (32), but the imaginary part of €, is assumed to be 0.15 x R(e,.), typical
of soil [Moghaddam and Saatchi, 1995]. The last parameter ¢, effectively becomes just one
parameter. It was found that estimates of other parameters were very insensitive to the

assumed ratio of the real to imaginary parts of ..

In either estimation scenario, (30) or (32), Mj! or MI"J: p are nonlinear least-squares
operators which, by searching parameter space as indicated in Figure 1, find the parameter

estimates hy, 30, 65, ¥, and &, which minimizes (for example for (32))

B k.,
Zo T 20
[ Oryp | ~Miyp | 6, J C_l{ Oryp | —Myyp | 6, J (33)
¥ v
ér ér

where C is the covariance matrix of the measurements in Oy, p, which is assumed to have
the squares of the observation measurement errors on the diagonals and zero everywhere
else (observation errors are assumed uncorrelated). The observation errors used in (33) were
empirically determined by dividing each stand into sections, and they were also calculated
based on the standard deviation of the mean of the distributions of each observation type
within each stand. Both methods of calculating entries for C usually yielded about the

same observation error, and in the cases where they differed, the larger value was used.

Figure 8 shows the estimate of vegetation height h, versus field-measured vegetation
height [Saskatchewan Environment and Resource Management, 1998] for the 10 stands
considered (see Table 5). The asterisks correspond to the interferometry-only parameter
estimation scenario (30) and the crosses correspond to the interferometry+polarimetry esti-
mation scenario (32). The single data point which seemed to come from specular scattering
({HHHH/VVVV} > 1) was analyzed with specular estimation scenarios, analogous to
(30) and (32). The rms scatter about the field-measured values, indicated by the line y=x,
for interferometry alone is 7.2 m and for interferometry+polarimetry is 4.3 m. The field-
measured values were binned in 5-m bins, suggesting that the actual scatter of the parameter
estimates could be as low as 3.2 m. Although not shown, if the ground-contribution were
not included, almost all estimates of h, increase, as expected from Figure 6a. The rms
scatter for the randomly-oriented volume alone becomes very large, = 20m, owing largely

to the gross overestimation of h,, for two of the data points.
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From Figure 8, the parameter estimation of h, is improved by adding the polarime-
try to the multibaseline interferometry. The error bars are shown for the interferome-
try+polarimetry scenario and are determined by adding Monte Carlo distributions of ob-
servation errors to (Or4p ), based on the square roots of the diagonal elements of C. The
standard deviations are then taken of the resulting parameter estimates using (32) and (33).
The reduced x? about the y=x line in Figure 8 is 11, suggesting that the actual scatter
is about three times that expected from modeled errors. The possibilities for accounting
for this excess error fall into two general categories: i) model deficiencies (in My, p), such
as oriented volume effects which would alter the {HHHH/VVVV} ratio (see Figure 6b),
the assumed equivalence of the surface roughness power spectrum for the interferometry
and polarimetry incidence angles (i.e. Wp(—2kg sin 6y, 0) = Wp(—2kg sin 6,, 0)), unmodeled
temporal changes in terrain between the interferometric and polarimetric data acquisitions,
and unmodeled multi-layer vertical structure. The second general category of unmodeled
error is ii} systematic, instrumental error in the data not reflected in the ‘scatters used to
arrive at error estifna.tes, such as phase offset and ramp errors, cross-correlation amplitude

miscalibration, and imperfect removal of the noise or range (A4,) decorrelation effects.

Figure 9 shows the underlying topography as a function of the field-measured vegetation
height. This region is flat to within + 5 m, so the horizontal line shows the approximate
correct topography. The stars show the topography inferred from the long-baseline phase
alone, by dividing by «,. This is the standard method for arriving at the bare-surface
topography, but it will produce errors of the order of the vegetation height for vegetated
land surfaces. The stars indeed show departures from the zero line of the order of the
vegetation height, and the rms error about zero is 13.7 m. The crosses show the underlying
topogréphy estimated as the Zp parameter in (32), with interferometry and polarimetry.
The rms scatter about zero is reduced by a factor of two, to 6.5 m. The reduced x? about
the zero line is very poor, about 120, indicating either that unmodeled errors strongly affect

the zo parameter, or there is some actual topography in the scene at the 7-m level.

Figure 10 shows another example of a parameter estimable from a combined interfero-
metric and polarimetric data set. It is the ratio of received ground to volume power for
the interferometric incidence angle, determined from the parameters in the combined inter-
ferometric and polarimetric estimation scenario represented by (32). This quantity, R,_,,
iIs a structure parameter in that it gives the ratio of received powers from two spatially
distinct components of the vegetated land surface. The ratio is calculated from the param-

eters in (32) by inserting them into (29). The ratio is plotted versus the radar-estimated
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vegetation height. The horizontal line is the weighted average value of the ratio, which
was 0.124. Field measurements of the ratio of ground to volume power were not available
for the stands reported here. On the basis of field measurements at the site and forward.
modeling [Moghaddam and Saatchi, 1995 and Durden et al., 1989}, ratios of ground to
volume power of the order of 10% are expected, and the ratios shown in Figure 10 are thus
plausible. The number of ratios significantly different from zero in Figure 10 again suggests
that ground contributions are detectable at C-band. However, the average value of 12%
and the cluster of ratios greater than 10% between 15 and 25 m vegetation height suggests
the possibility of a bias in the ratio determination. Although not shown, ground-to-volume
power ratios obtained from interferometry were, for some data points, a factor of 10 less
accurate, which was reflected in ratios of the order of 2.0 and correspondingly large error
bars. The {HHHH/VVVV} ratio was very important for constraining this parameter to

the reasonable range in Figure 8.

IV. Summary and Future Acquisition and Estimation Scenarios

This paper casts the combining of interferometric and polarimetric radar as the measure-
ment of a general polarimetric interferometric cross-correlation (1), from which parameters
pertaining to vegetation vertical structure can be estimated. In order to construct physical
models of the cross-correlation which depend on a small number of vegetation and surface
- parameters, three simple physical mechanisms were considered: i) the randomly oriented
volume, ii) the randomly oriented volume with a ground return, both specular and direct,
and iii) the oriented volume. The ground surfaces were always taken to be horizontal.
For each mechanism, up to 5 parameters were identified on which the interferometric (all
polarizations the same) and polarimetric (zero-baseline) cross correlations depend. The
{HHHH/VVVV} ratio was the only polarimetric quantity used in parameter estimation,
because it was shown that adding other polarimetric cross-correlations without the analo-
gous fully polarimetric interferometric cross-correlation observations introduced parameters
which pertained to single-scatterer characteristics, and did not enhance the accuracy of ver-
tical structure parameters. For the randomly-oriented volume + direct-ground return, the
dependence of the cross-correlation amplitude and {HHHH/VVVV} ratio on vegetation
height was shown as an example of observation sensitivity to structure parameters. The sen-
sitivity analysis suggested that few-meter vegetation height accuracy would be possible if the
model accurately described the terrain. The sensitivity of the {HHHH/VVVV} ratio to
height implied that the addition of this ratio to the interferometric data should improve veg-

etation parameter estimation, if the slightly-rough. direct-ground mechanism was assumed
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(so that the polarimetric response can be characterized). Vegetation heights, underlying to-
pography, and the ratio of ground to volume power were estimated from two-baseline TOP-
SAR interferometric data plus {HHHH/VVVV} ratios taken over the BOREAS Southern
Study Area. The accuracy of vegetation heights estimated from 2-baseline interferometry
alone, with a 4-parameter fit, was about 7.2 m, as determined by comparison to field mea-
surements. When the {HHHH/VVVV} ratio was included in the analysis with the above
assumption, the estimation accuracy improved to 4.3 m with a 5-parameter fit. The under-
lying topography of the part of the BOREAS Southern Study Area used is flat to within +5
m, and using the parameter estimation approach reduced the rms scatter of the estimated
topography inferred from topographic phase alone from 13.7 m to 6.5 m. Although no field
measurements were available for the ratio of ground to volume power, which is a function
of estimated parameters, it was estimated from interferometry and polarimetry to have an
average value of 12%, which is reasonable given expectations from measurements at the site.
Without the {HHHH/VVVV}, ie. with interferometry alone, the accuracy and value of
this parameter was as high as 2.0 for some stands, suggesting that the {HHHH/VVVV}
ratio seems to play a crucial role in the estimation of this parameter. The data demonstra-
tions in this paper show the feasibility of combining interferometry and polarimetry, but
many simplifying assumptions were made in modeling the data, many of which would not

be necessary with more complete data sets, including polarimetric interferometry.

A central conclusion of this paper is that fully polarimetric interferometry will produce
much more accurate vertical-structure estimates than the combination of interferometry
and zero-baseline polarimetry. If ground-slopes and vertical proﬁles of vegetation density
or extinction are added to the parameter list, multibaseline polarimetric interferometry will
probably be required for their estimation. A multibaseline interferometric+zero-baseline
polarimetric data set has been collected over central Oregon to evaluate the additional pa-
rameter estimation accuracy achieved. Because a., which determines the interferometric
sensitivity, is proportional to the baseline length divided by the altitude, multialtitude data
is equivalent to multibaseline data. Coupled with the ping-pong capability, this data set
should provide 4 unique baselines ranging from 2.5 m to 20.m. Data analysis will begin
on that experiment soon. A second multialtitude experiment is also planned when TOP-
SAR is fully polarimetric, within the next few months [Kim, 1998}, in order to further test
the hypothesis that vertical structure parameter estimation will improve with these new
data types. It was mentioned that the analysis of oriented volumes may be tremendously
simplified with polarimetric interferometry. The analysis of more complete data sets may

also enable accounting for more realistic features of vegetated land surfaces than presented
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in the three models in this paper. For example, terrain slopes affect interferometric cor-
relation amplitudes and phases by changing the distribution of vegetation, and polarimet-
ric quantities by changing the Fresnel and direct-surface reflection scattering mechanisms
[Schuler et al., 1998]. The estimation of terrain slopes as parameters will be attempted
with fully-polarimetric multibaseline interferometry. Vegetation vertical structure parame-
ters in addition to height, e.g. height-to-base-of-live-crown [Treuhaft et al., 1997], may be
estimable from the more complete data sets. One modeling approach could, for example,
accommodate different estimable polarimetric attributes at each of several layers in the

vegetation.

In addition to fully polarimetric, multibaseline radar interferometry, future observation
vectors from which vegetation structure parameters may be estimated (as in (30) and (32))
include other remote sensing data types. Multifrequency radar interferometry, available, for
example, from TOPSAR and GeoSAR [Thompson et al., 1997] will augment the observation
vector. Like the addition of polarization information, the addition of different frequencies
adds diverse sensitivities to the vertical components of the scattering scene. Optical remote
sensing data may also be added to the observation vector. For example, lidar profiling
techniques [Lefsky et al., 1998] can potentially supply accurate vertical structure information
over limited spatial domains, and may be useful in constraining paraméters estimated from
radar over much broader regions, thereby improving parameter accuracy. Hyperspectral
data and radiative transfer inversion techniques may also be used to estimate leaf area
and the horizontal cover fraction of live vegetation [Asner et al., 1998]. These parameters
derived from hyperspectral optical data may be combined with the profiling potential of
radar [Treuhaft et al., 1997] to determine, for example, vertical profiles of leaf area, leaf area
density. The augmentation of the observation vector with data types sensitive to vertical
structure, with the associated development of the required simple (easily parameterized)
model scenarios, will improve vertical structure parameter accuracies beyond those reported

in the preliminary demonstrations in this paper.
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Table Captions

Table 1: The polarization conventions for INSAR, POLSAR, and POLINSAR in this
paper. The transmit polarization at end 1 of the baseline is £;, and $, is the receive

polarization, with similar definitions for end 2 of the baseline.

Table 2: Summary of the observations and parameters on which they depend for each

model scenario.
Table 3: Definitions of the symbols in this paper.

Table 4: The cross-correlation amplitudes (corrected for noise contributions) and phases,

and the {HHHH/VVVV} ratios, and incidence angles from the BOREAS data. Stand

numbers correspond to Figure 7.
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Table 5: The vegetation height, underlying topography, and ground-to-volume power
ratio estimated from the BOREAS data in Table 4.

Figure Captions

Figure 1: Schematic representation of the parameter estimation process. Candidate vege-
tation parameters generate model observations using the model M. These are subtracted
from observations, and when the magnitude of that difference is minimized, the candidate

parameters become the final parameter estimates.

Figure 2: Interferometric signals transmitted and received at arbitrary polarizations at

each end of the baseline.

Figure 3: Scatterer geometries which produce different results in interferometry and po-
larimetry. Interferometry responds primarily to the difference in spatial distributions
between distributed randomly oriented volume (3a) and dense randomly oriented vol-
ume (3b). Polarimetry responds primarily to the difference in orientation characteristics

between the randomly oriented volume (3a) or (3b), and the oriented volume (3c).

Figure 4: The interferometric scattering geometry, showing a horizontal layer vegetation
extending from z = 2 to h,, the range resolution cell, and its center at ﬁo(ro, 20,70),

which is frequently used as a reference point in this paper.

Figure 5: The three scattering mechanisms considered in this paper: a) The randomly-
oriented volume scattering mechanism, showing a vegetation scatterer at R scattering
directly back toward the reception point at Ry and indirectly via other scatterers in the
medium. b) The ground-volume, volume-ground, and direct-ground scattering mech-
anisms. The specular mechanisms involve the specular point R spl, 37 while the direct
mechanism involves the element of surface at R. c) The oriented volume scattering mech-
anism, showing two eigenpolarizations, p, and p,. Eigenpolarization p, propagates with
higher refractivity (shorter wave length) and higher extinction coefficient (more severe

attenuation) then p,.

Figure 6: a) The calculated interferometric cross-correlation amplitude and polarimetric
{HHHH/VVVV} ratio as a function of vegetation height, for volume-only and vol-
ume+ground radar returns. The volume is assumed randomly oriented in both cases
with an extinction coefficient of 0.3 db/m. The baseline used in the calculation was 5

m, the radar altitude 7930 m, and the wave length 5.6 cm. The strength of the ground
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contribution was such that the ratio of ground to volume power was about 10% for a
20-m vegetation height. b) The calculated {HHHH/VVVV} ratio as a tunction of veg-
etation height for an oriented vegetation volume of dipoles, constrained to have polar
angles between 5° and 95°, with azimuthal symmetry. The {HHHH/VVVV} ratios for

the randomly-oriented and ground+volume mechanisms are shown for reference.

Figure 7: The correlation amplitude image for the part of the BOREAS Southern Study
Area used in the data demonstration. The numbers indicate the locations of stands,

100-200 m on a side, used in the analysis.

Figure 8: Vegetation height estimated from the BOREAS INSAR (stars) and
INSAR+{HHHH/VVVV} ratio (crosses) data, as a function of field-measured vegeta-
tion height.

Figure 9: Underlying topography estimated from the BOREAS data, as a function of

field-measured vegetation height.

Figure 10: Ratio of ground to volume power estimated from the BOREAS data as a

function of estimated vegetation height.

Figure B1: The specular propagation path P, as defined in (B3). On the left side, three
components of the specular bounce path are shown: From the transmitter at R to the
specular point éspl,ﬁ( | ), from éspl,ﬁ to the volume element at E(x,y,z) (|| ), and from
R(z,y, z) back to the receiver at Ry (]|l). The right side shows the equivalent path from
R, to a point directly below the volume element at E(z,y, 29) on the ground (1) and

back from R(z,v, 20) to By (| ).

Figure C1: A patch of ground surface centered at R, L on a side, for which the field
in (19) is calculated. The vector R represents any point within the patch and is the

integration variable in (18).
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Appendix A: The Ground-Volume and Volume-Ground Contributions
to the Received Field

In order to calculate the cross-correlation (4) for the specular ground-volume and volume-
ground mechanism in the presence of a randomly oriented volume, this appendix calculates
the specular contribution to the field Egl ( ﬁl, wo; ﬁ) from a volume scatterer at R, expressed
in (10). This field will then be inserted into (4) to arrive at the cross-correlation, as shown
in Appendix B. The field E51 (ﬁl , Wo; ff) is that received at R, due to a volume scattering el-
ement at B. The direct backscattered volume contribution, without the ground mechanism,
is as in (5), or E, in (10).

Deriving the specular ground contribution entails first considering the average field in-
cident on the scatterer at R when the specular ground reflection is significant. With a

specular contribution from the ground, this incident field will have two contributions:

(Ey, (R, wo)) = (Eg, (B wo; B)) + (E, (R,wo; B,y 7)) (A1)

where the first term is the average wavé propagating directly from the transmitter to R and
the second term is the ground-reflected contribution, and ﬁspl’ 7 1s the specular reflection
point for vegetation at R, as shown in Figure 5b. Using the Kirchoff approximation for
a rough surface with zero average slope, the second term can be expressed as an integral
over the surface [Beckmann and Spizzichino, 1963], with an additional integration over the
vertical direction to describe the stochastic surface roughness. Assuming that £, is either
HorV simplifies the specular incident field, and, in any case, t; can be expressed in
these eigenpolarizations of the ground-reflection matrix (11). Accounting for the volume
propagation effects (see (5)) from the transmitter to the specular point, and from the
specular point to the volume element at ﬁ, the average field incident on R from the specular

reflection point is

—

ikofleikolﬁ—Rsm.él exp [Qﬂip0<£1 . Ff : £1>(hv -+ Z)
47TIR— Rspl,fi‘

<E£1(R7w0;Rspl,E)> = koCOSG B
spl,

* / P(2', 20)dz’ / dz'dy’ [(Ry, (0,1, 1)) (Rine = Eres) -7t = (Bine + krey) - A]ei(Fime=Fres) R
(A2)

where <R,§l (gsp1,§)> is the average specular reflection coefficient for polarization ¢y,

R'(,y', 2’ (x',y")) is the surface integration variable, ki, = R, &~ Bi

kref = R— Rspl‘ j3» 7 is a surface unit normal vector, and P(2’, zy) is the probability density

of the surface having a Huctuation of the z coordinate of z' — 2z, about a reference altitude

1



Appendix B: The Cross-Correlation for the Randomly Oriented Volume

and Specular Ground Return

This appendix derives Eq.(13) in detail. The two fields which must be introduced into
(4), with volume contributions (5), and ground-volume and volume-ground contributions
(10) are for transmission at polarization ¢, from ﬁl and reception at end 1 of the baseline

— g - ~ g — 471-2 E * F ‘ 5 th -z
E{I(Rl,UJQ;R) =A2F3’é't1 exp[2ik0|R1 —R|+ p0< ' ! 1>( )]

ko cosf g
Volume
-, dmipg{t; - Fr-t1)h
+ A% expliko{ Py (R)} + ”,‘)f — ~1> ] Trough
OO R (B1)
X F}'i’p_ﬁ_»ﬁl <R(93pﬁ)> -ty Ground — volume
. = 47T’1:p0<£1'Ff '£1>hv
2
ko{P(R rou
+ A®expliko{ P1(R)} + Focont, 7 1T rough
X <R(93p ) Fg .5 §f1 Volume — Ground
’ sp,

For transmission at polarization £ at end 1 of the baseline (assume that there is a trans-
mitter only at end 1) and reception at end 2 of the baseline, with ﬁspz 7 the specular point

between ﬁg and R

E{z (ﬁz,(do; [?:) = AZFB’R‘ . 52 exp[ik‘o{lﬁl - }_ﬂ + IR — RQI}
n 47Tipo<£1 . Ff . £1>(hv e Z)

1
Focos 0 ] Volume
Lo oo L dmipg(t, - Fy -tk
+ A% expliko{Pi(R) + |R, — B| - |R, - R|} + p‘,’fl ,()f 1) 1T ough
0 COS sp,fi (32)
x Fg E—*ﬁ1<R(93p,R')>medg‘£2 Ground — volume
Lo Lo L Amipg(fy - Fy i)k,
+ A% expliko{Pa(R) + | - i) = |y — iy T2 B b
kocost,, 5
X<R(‘93p,ﬁ)>'Fél—»E §£2 Volume — Ground

where the following definitions of round-trip range and interferometric phase were used in

(B1) and (B2):

=1t

il

P(R) Iéspl,é ~ Ri|+|R - R’smﬁl +|R, — R~ 2|R, — R(z,y, )]
Pz(ﬁ) = lﬁspg‘é - R'zl + !R - éspz,li' + [ﬁz —El ~ 21§2 - ﬁ(w,;y,z())l (B3)
S(R) = ko|Ry — R| — |Ra — R| = ko(|F1] = |72]) = ko(r1 = r2)

!
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z0. In (A2), z is the vertical coordinate of the volume element at R. If, as in Beckmann and
Spizzichino, 1963, P(Z’, zo) Is taken to be of the Gaussian form exp[— (2’ —20)%/202]/ V270,
with o, the standard deviation of surface vertical fluctuations, the method of stationary

phase [e.g. Ishimaru, 1978] applied to (A2) yields

(B (B B, o)) = — ~<R(9,sp1ﬁ)#>t1 BTN (1N SNERY. BV S|
1 . lRl - RSPI,R' + |R - Rspl,[_il
2mipo(t - Fy - £1)(hy + 2) 1 /°° (2 — 2g)? .
— . 2 9 1 ’
x exp | Focost,, 7 yormll exp [ T iko cos 6o (2’ — z0)] dz

27r’ip0<£1 . Ff . £1>(hu -+ Z)
ko cos 8

~ A<R(93pl,ﬁ)> : £1Frougheiko “Elﬁﬁsﬂjlﬂﬁ_ﬁﬂljl] exp [

]
(43)

with T'ypugn as in (12), and the distance from the transmitter to the surface plus the distance

spl,ﬁ

from the surface to K has been approximated by A. In (A3), the result has been generalized

for arbitrary ¢; by including the average ground-reflection matrix <R(95p17 R')>

The field incident at the volume scatterer at B must now be multiplied by the specular

scattering matrix Fg 5, a spherical-wave propagation term, and terms accounting
spl,R -

for propagation from R directly back to the receiver at E; (no further ground interaction),

yielding for the ground-volume contribution to (10):

Efl (Rl y W3 R)Ground—volume = A2Féspl a— R <R(95p1,§)> ) tAlPrough

47T’ip0<£1 . Ff . £1>hv <A4)

]

exp [ikg[IRl - Rspl,ﬁl +|R - Rspuil +|R; — Rl] exp [ Focosb,, 5

The volume-ground term in (10) results from using the first term in (A1) as the incident

field on R, multiplying by the volume specular scattering matrix F BB, | & and then
spl,

allowing the wave to interact with the volume and the ground on the way back to R;. The

second term in (10) results.

[8]




range resolution cell, on the ground at R = Ry:

_ (0("'1 - Tz)) koB cos(8y — 8) cos By
Qyp = k?() _ = -
ary e 1o 1, Sin by
— (8(7"1 - Tz)) koB cos(o — 6)
Oy = ko —_— = -
Oz riml0 T1, 8in b
Sir .
oy = ko<——~——(rt9 TQ)) = —koBsinfgsinngcosd =0
n r1,210

The derivatives in the rectangular coordinates are

— & (8(r1 - rz)) _ koBcos b cos(fp - 6)
fe =R\ T
y?z

0 T1g

__koB sin(6 — 6p) sin 6y sin g

s 0 Tlo .
_ koB sin 90 COS(90 - 6)

10 Tlo

Noting from (B3) that

ko(Pi(R) — P2(R)) = 2¢(B(z,y, 20)) and
O(R) =~ ¢(R(z,y, %)) + £2(2 — 20) =

ko(Py(R) — Py(R)) — ¢(R) = ¢(B(z,y, 20)) — K2(z — 20)

(B5)

(B7)

The dependence on the rectangular-coordinate partial derivative results because the P and

P, path lengths depend on the rectangular z,y at 2 = 2p. Because of (B7), and because

the argument of E[l (ﬁl,wo; ﬁ) needed for insertion in W, in (4) depends on P; (and not

on R, — R as for the volume backscattering case), the Taylor expansion of the phase about

the reference point must be done in rectangular coordinates for the specular terms. The

3
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where R, means the specular point between ﬁl and R (see Figure Bl). In (B3), the

spl, 13
first two lines show that the defined round-trip propagation distance is approximately equal
to the round trip propagation distance to a point on the ground (z, y, 2o) directly below the
volume scatterer at R (see Figure B1). This approximation is accurate at the level of the
total path lengthx (h, /radar altitude)?, or about 1 cm for TOPSAR. This approximation
is equivalent to about a 0.2° interferometric phase error on a 5 m baseline at 8 km radar
altitude at C-band (TOPSAR ping-pong), which introduces few-cm errors in height deter-
mination and is therefore negligible; this error will be smaller still for spaceborne systems.
The cross-correlation of the Fourier field components needed for insertion in (4) results from
taking the inner product of (B1) with the receive polarization at end 1 of the baseline p;
and cross-correlating with the inner product of py with (B2), yielding

~20.hy
cos g

(p1 - E; (Ry,wo; R)p2 - EE2(E2,w0;§)> = A% exp| ]

X {<(131 ‘Fpp- ) (p2 - F; A £2)) expli(R)] volume * volume

+ Trougn((B1 Fr 5, (RO, ) - 81) (B2 Fgy 5 (R0, 5)) - 2))
x expli¢(R)) Ground — volume * Ground — volume
2 ~ Iy ~ * * Py
+ Frough<(p1 ) Ff{'sp’ﬁ—»él <R(gsp,ﬁ)> ) tl)(p2 ’ <R' (gsp,ﬁ)> FR1—>R t2)>
x expliko{Pi(R) — Py(R) — i¢(R)}] Ground — volume * Volume — ground
+ onugh«ﬁl ) <R(08p R > FRl—’R f ) (P2 - F*R.sp s— R <R*(05p,ﬁ)> ) £2)>
x explig(RK)] Volume — ground * Ground — volume
+ rough< p1- <R sp, R)> FRI—*R - tl P2 <R spR > FR1—+R t2)>
x expliko{Pi(R) — P,(R)} — qu(ﬁ)]} Volume —~ ground * Volume — ground
' (B4)
Two types of partial derivatives of phase will occur in the simplification of (B4). They
are the derivatives used in Treuhaft et al., 1996 using the (ry, z,7) coordinate system, and
new derivatives introduced here using the (z,y, z) coordinate system necessary to treat
the specular mechanism. Both sets of derivatives result from Appendix A in Treuhaft et
al., 1996 and are shown in (B5) and (B6) below, with B the baseline length, § the angle

between the baseline and the horizontal, and |o indicating evaluation at the center of the

2



cross-correlation of the Fourier components in (B4) therefore becomes

- 2(7'1: / 2
cos Gy

<[31 'E—:gl(ﬁl,wo; R)I)'z : E,Z(ﬁszo» > Alet?(0) oxp| ]

x {((151 . FB,E . fl)(ﬁg . FE,R’ . fg)} explia,(ry — ro) + ia (2 — 20)] volume * volume

2 N S \(a T x 2
+ Frough<(p1 ’ Fﬁsp,éﬁél <R(65p E)> ) tl)(p2 ) F[{'sp_.ﬁl <R (gsp,é)> ) t2)>
x explikg(x — o) + ik,(z — 20)] Ground — volume * Ground — volume
2 ~ * * 7
+ Prough,<(p1 : Fﬁsp’ﬁ__.ﬁl <R(0 sp, R)> tl P2 <R sp, B > F R"sp,ﬁ . t2)>
X exp[i’im(x - 1130) - Z."iz(z - ZO)]
Ground — volume * Volume — ground
2 ~ Iy ~ * * £
+ Drougn((B1 - (RO, 7)) Fr 5, H)(P2 'FR'SP'E_,R‘KR (0.p.5))  t2))
X explikz (T — xo) + iK6,(2z — 20)]

Volume — ground * Ground — volume
+ Frough< b1 <R‘(95p,ﬁ)> 'Fﬁlﬂﬁsp,ﬁ il)(ﬁQ ) <R*(9sp R > FRL—»R ) £2)>

X explikz(x — zo) — 1k(z — zo)]} Volume ~ ground * Volume — ground

| (B8)
Inserting (B8) into (4) and noting that the z — y integration is equivalent to the r — 7
integration results in the cross-correlation in (13). Note that for ping-pong mode, in which
there is a transmitter at each end of the baseline, the phases of the specular terms in (B4)
all become iko(Py(z,y, 20) — P2(z,y, 20)) and k., — 0 in (B8), and the baseline effectively
doubles. This is because ¢o(z0) — 2¢0(z0) and x; — 2k;. Note that, from the single-
transmit mode in (14) and the appropriate limits for ping-pong, single-transmit and ping-
pong are not simply related by a factor of two effective increase in baseline length, as is the
case for any of the other models in this paper. The additional decrease in cross-correlation
amplitude for the single-transmit case in (14) would be important if the specular return
dominated over the volume return, which will probably only be the case for P-band (= 80

cm) and larger wave lengths.



Appendix C: The Field due to a Randomly Oriented Volume

and Direct Ground Return

This appendix derives the field (19) which leads to the cross-correlation (23) due to direct
ground returns in the presence of a randomly oriented volume. The fields at the surface must
be inserted into (18) to derive the received field (19). The surface field from the direct ground
surface return follows from considering the field from small, independent surface patches, of
length on a side L. This is equivalent to the Foldy approximation used in Treuhaft et al.,
1996, in which small elements of the volume are considered to be independent scatterers.
The waves scattered from each small patch, due to an incident plane wave propagating in
free space, can be expressed in terms of a spatial Fourier series [Ishimaru, 1978]. Extending
the treatment to account for spherical incident waves propagating through the randomly
oriented volume yields the following Fourier series expansions for the field components at
the surface location R'(z’,y’,2') from a patch centered at R in the x-y plane at y = 0 (see

Figure C1) for insertion in (18):

e’iklﬁl—ﬁl |

|E - Ry

27T’I:p0<£1 . Ff . £1>hv
2/ =0 exp [~ ko cosf 5 ]

x Z Amnei("m’“‘/’*”"y/+b(m’“)zl) diffuse only
m,n

E; (R)=

_ ikl R — Rl RITIN
E; (R)= [—7—7— — —— incident plus specular reflection
tlyy( ) IR — Ri| l2=0 A
+ ——-—————eiim _fz ! B ettvme vy’ +b(mn)z’) difqueJ exp [27”'00“1 SIA t1>hv]
‘R‘Rll 2=0 mom koCOSHR'
A ikl B~ Ry 2mipo{t1 - Fy 1) o
B, (R)=-—5—=—| exp| ]
|R ~ Ry| l=o ko cos 05

X Z C'mnei(”mzl+”"y/+b(m’"’)z’) diffuse only
m,n

(C1)
where the incident field is assumed to be polarized in the H, or y-direction, and A is the

total path length for the specular reflection at ﬁs ol B> given by
A= IR/ — Rspl,ﬁ" + [Rspl,ﬁ’ — R1| (02)
and where, by the wave equation, in the x-z plane,

k? = (ksin®; + vm)? + (vn)? + b(m, n)* (C3)

1




Following Ishimaru, 1978, (C1) represents a perfectly-conducting surface, which is general-

ized to an arbitrary dielectric constant below.

In (Cl), Amn, Bmn, and Cyy,, are the Fourier amplitudes for spatial frequency mv and
nv in the x and y directions, with v = 27 /L. The term b(m,n) is constrained by the wave

equation to be

b*(m,n) = k2 — (kosinfy + mv)? — (nv)? (C3)

In order to find the surface scattered fields as a function of surface roughness, the surface

roughness is expressed as 2’ = ((z,y’) and as a Fourier sum

((a,y) =) P(mn)e™ ' with
m,n

1 L2 ‘
P(m,n) = + / mC(w,y)e“’[“m””"y]dxdy (1)

L/2

I 1 / —ilvm vn
<P(m»n)P*(mlvn )> = fg' / L2 <C(x,y)C(:E',y )>€ [ Tat - yd]dxddydém,m’(sn,n’

= W(m, n)5m,m/ 5,,"“/

If koC is assumed small, then the A,,,, Bnn, and Cy,, terms and the exponentials in (C1)
can be expanded in terms of ko and only first order terms kept. The tangential boundary

conditions on the electric field imply

1T axl 1,2 CS)
ac (
By oyt 3y’ E; . =0

Expanding. (C1) to first order in ko(, substituting (C1) and (C4) into (C5), and using

the divergence Maxwell equation shows

A, =0
B = 94 ko cos 6y P(m, n) (C6)

mn
—2ikg cosfovn P(m,n)

b(m,n)

ot =

Substituting the coefficients in (C6) into (C1), using the curl Maxwell equation to find the
magnetic field vV x EZ[ = iwou()ﬁ i,» and finally putting (C1) and the magnetic fields into

2




the surface integral in (18) yields tor the field at Ry, for example when p, = H = £,

ik e2ikol R Rl dmipg(ty - Fy - iy)h,

H-E; (Ry,wy; R) = — ———
i (R, wo; R) 4m |R, — R|? Pl ko cos 8 ; ]
x / dx'dy’ ZP(V'I’TL, Un)ei((um+2kosinf)o)z'+uny') (C7)
mn
2ikg cos By

x {2iko cos? Oy — [v?n? + v’}

bk

which generalizes to (19) for arbitrary polarizations and dielectric constants, when the last
(vm,vn) [Ulaby et al., 1982]. Noting that as L gets

much larger than any characteristic roughness scale, i.e. as the roughness of surface elements

term in brackets is generalized to f; ;,
becomes uncorrelated, the power spectrum of surface roughness can be expressed as

Wp(vg, vy)dvzdy, = I}ergo(Lz/4ﬂ2)W(m,n)Au¢Auy

with Ay, = 2mn/L and Av, = 2nw/L, which is used in the cross-correlation in (20).



Appendix D: The Field due to an Oriented Volume

This appendix derives the field (26) which leads to the cross-correlation (27) due to
an oriented volume. As in appendix A, the average field at the scatterer at R due to a
transmitter at R, is needed first. By generalizing the approach in Treuhaft et al., 1996, this
field is given by a contribution directly from the transmitter (the first term below) plus one

from all other scatterers (the integral):

L . e B ls eiko| R —R| L -
(B (R B} = Ao+ [ (B ) (B (R )R

(D1)
where <F - E> is the scattering matrix for a wave incident from the transmitter on
a volume scatterer at B’ and scattered toward the scatterer at R, and (Egl (R" , Wo; ﬁ1)> is
the average field at the scatterer at R'. All other terms are defined after (5) in the text. If
the average scattering matrix is a multiple of the identity matrix, as it is for a randomly
oriented volume, then all terms in (D1) are in the f; direction and (D1) becomes a scalar
integral equation for the field incident on R with a solution which eventually leads to the
‘backscattered field in (5). If the volume is oriented, then the action of (F BB R 7) on
(Efl (R, wo; §1)> will introduce components in (D1) which are orthogonal to £, and (D1)
becomes a vector integral equation. Because that the method of stationary phase [Ishimaru,
1978] shows that only the average forward-scattering matrix (F f> enters into the solution
of (D1), expanding all field components in terms of the eigenvectors of <F f>, Do and Pp,

assumed orthogonal (i.e. <F f> is symmetric) yields:

((E;, (R,wo; B1)) - Ba)ba + ((E;, (R,wo; R1)) - )iy =

Lo iko| R’ - R|
iko|R—Ril(f. . 4 Vi € . R BN .a 3P
AetholR=Fal(§, pa)pa+/po————!ﬁ,_é| ((Ff)pa) (B, (R',wo; R1)) - pa d°R (D2)
iko|R—Ril(f. A\ gikol R'~F A 5 (P 3 s 43t
+ Aetko H(ty 'Pb)Pb+/P0 R ((Ff)ps) (E; (R ,wo; R1)) - Pp d°R

As suggested. by (D2), separating the terms involving p, from those involving p; results in
two integral equations equivalent to the case in which <F f> is the identity matrix. The
method of stationary phase yields the solution for each of the p, and p, components, and

their sum forms for the total average field incident at R:

(Ej (B,wo; R1)) =

27rip0/\a(hv - Z)
ko cos 05 ]

2mipgAp(hy — 2)
kocosf g ]

A(fL - Pa)Pa exp [iko| R — Ry +

+ A(Ey - po)poexp [iko| B — Ryl +



where A, and A, are the complex eigenvalues of <Ff> From the definition of refractivity

and extinction, the eigenvalues are

200\ ko + 122 (D4)
ko 2

where i takes on the index a and b, and x; and o0,, are the refractivity and extinction
coefficient respectively for eigenpolarization p;. Note that if o, is different from Oy 8
wave incident at an arbitrary polarization will change its polarization as it propagates into
the volume. However, at either p, or py, the wave will retain its polarization, but each will

propagate with different characteristics, as schematically indicated by Figure 5c.

In order to calculate the field received at R; (26), (D3) must be operated on by the
backscattering matrix F g and a free-space propagator (the first term below) and propagated
back through the rest of the volume (the integral):

giko|Ri— R

E;, (By,wo; B) = A'“I'R_‘—',—FB<Et1 (R, wo; Ry))
1

eik‘olél— g = =, >3 3 1/
o [ W )5, s B
~ A2e2ikol§1—§|FB Z(fl ~'Pi)Pi EXP{

i

1kolR1 - 3
+/ - f>Z (R, wo; R)))p; d®R

; - . PN . ikoxi(hy — 2)  0g,(hy — 2)
— A2 2iko|R1—R| ) S . Fp b RO X i\ My AU
A’e ;p] Zi:( 1-5:)(B; - Fr-ps)exp | p—s SeosTn ]

koxi(hy —2) 0z, (hy — 2)
cos fy 2cos by

]

gikol B~ F/| = s L
+/Po,—:—:—z)\j(1’j‘<E£1(R )‘*’O?R»)pjd R
J

R, — R'|
(D5)
Comparing (D5) to (D2) yields a solution for the field at B, analogous to (D3):
(B i BY — A2.2iko| R1 - R 5 tkox; (hv — 2) _ Tz, (o — 2)
,Et‘(Rl’wO’R)-A e ;pjexp[ cos Gy écos&o ]
2 - ~ N ikOXi(hv - Z) Uz-(hv - Z)
p:)(p; -Fg - p; _ 2%

x ;(tl pi)(P; - Fsp )exp[ cos g 2cos by } (D6)

— A2 2iko| R, —El

iko(xi + Xj)(hv -z) (02, + 05, )(hy — z)]

1 F 1
XZPJ D) (85 - Fo - pi)exp cos o 2cosbp

Taking the inner product of (D6) with the receive polarization p, yields the field received

at B due to an oriented volume (26).




Data Type Acronym Transmit | Receive| Transmit | Receive | Baseline
Pol. 1 Pol. 1 Pol. 2 Pol. 2 | Length
Interferometry INSAR £ t t t Nonzero
Polarimetry POLSAR t D1 to D2 Zero
Polarimetric POLINSAR t1 P1 to Do Nonzero
Interferometry

Table 1.




Model Observation Parameters
Randomly Oriented Interferometric hy, 20, Oz
Volume Cross Correlation (V or H)
{HHHH/VVVV} None
Ratio
{HAVV) T
VHBEHN (VUV} b

Randomly Oriented Volume Interferometric hy, 20, Oz

+ Specular (°) Ground Cross-Correlation (V) A;;"D
or Direct (P) Ground

Interferometric hy, 20, Oy
Cross-Correlation (H) A?I’D
{HHHH/VVVV} hy, Oz

. S,.D S,D

Ratio A o A o
{HAVVY b o
V{HHAHEW{VVVVY v T
S,.D

Yo Bp vy
Oriented Volume Interferometric by, 20, Tgy, O,

Cross-Correlation (V or H)

Xa = Xt P4 f1

{{(Di - Fo-D;)(Pr - Fo- D))}

{HHHH/VVVV}
. {HHVV}
V{HHHHYW{VVVV}

salne

Polarimetric Interferometric

Cross-correlations at p, and Py

h/’uy 20y gy Ty, (bd,[[

" Table 2.




Symbol Description First
Appearance
M Model function relating radar observations to Fig. 1
parameters describing a vegetated land surface
D1, D2 Receive polarization at end 1,2 of the baseline or at (1)
the 1,2 position in the cross-correlation for zero baseline
Ei1 (R1) Vector signal received at end 1 of baseline, located (1)
at Rl, due to transmit polarization t '
AV Horizontal and vertical polarization unit vectors (2)
Ro Center of range and azimuth resolutions, at ground level zq (4), Fig. 4
00 Volume number density of volume scatterers (4)
o0 Surface number density of independent surface elements (4)
wo Microwave frequency at center of band pass (4)

Vector field received at Rl due to volume scatterer at RU

Vector field received at }—él due to surface element at Rg

W, W, Range, azimuth resolution functions (4)
ko Microwave wave number at center of band pass (5)
A Distance factor for spherical waves, 1/|R; — Ro| (5)
Fy, Fy Backward, forward volume scattering amplitude matrices (6)
fo Interferometric incidencé angle (6)
hy Vegetation height (6)
O Vegetation volume extinction coefficient (6)

Table 3.




Symbol Description First
Appearance
QO Derivative of interferometric phase (6)
w.r.t. height, distance, (r,z,7) coordinate system
Ay The normalized cross-correlation amplitude contribution from (7)
the distribution of scatterers in range (the r integration)
¢o(20) Interferometric phase due to scatterer at Ro(z0) (7)
{HHHH The H to V, transmit and receive, polarimetric power ratio (8)
/VVVV}

Ty Normalized backscattering {H HV'V'} cross-correlation 9)

F Bupi Bt Volume scattering matrix from specular ground point to R (10)
R(6) Specular reflection matrix at angle (10)
Kzy Kz, Ky Derivative of interferometric phase (13)

w.r.t. height, z, and y, (x,y,z) coordinate syétem

Azs Ratio, specular/backscattering strength for ¢, defined in— (14)
ASEL PR . Specular to back scattering for HHVV, defined in — (17)
Wp Surface roughness spatial power spectrum (20)

Qg fp Ay Slightly-rough surface reflection coefficients (21)
AZD Ratio direct-surface to backscattering strength, defined after —i (24)
Das Db Eigenvectors of forward scattering matrix for oriented volumes (26)
Xas Xb Refractivities for each eigenvector (26)
Tpys Oy, Extinction coefficients for each eigenvector (26)
Ry Ratio of received ground power to received volume power (29)
€r Ground relative dielectric constant (31)

Y Estimated direct-to-back strength parameter defined after— (31)




Stand 2.5-m 2.5-m 5-m 5-m HHHH/VVVV| 6y | 6,
# Amp. Phase (°) Amp. Phase (°) Ratio el ©
1 959+£.003 | 40.5+2.9 | .844+£.006 | 62.945.1 .898+.016 29.3| 56.6
2 921£.007 | 57.8+1.1 | .724%.024 | 104.3+5.9 .916£.022 28.0] 59.6
3 977+£.004 | 45.1£5.2 | .913+.010 | 80.0+8.4 .926+£.022 32.7] 56.6
4 .974+.001 13.7£.5 .895+.005 | 22.7+.9 .914+.032 3341 544
) .974+.002 8.9+.4 903+.007 | 21.7+1.5 960£.027 37.1) 52.5
6 1.001£.001 0.£.34 ‘ 1.001£.002] 0.£.98 1.270+.024 36.5| 53.7
7 .999+.002 0.2£1.9 | 1.003£.005| 2.7£3.3. 917+£.025 39.8] 52.5
8 .999+.001 7.2+.8 987+.001 | 16.942.1 985+£.032 41.5| 51.3
9 997+.002 | -23.5+.3 | .978+.005 | -58.4+.6 985+£.037 28.4] 56.0
10 .987+.003 37.5+.9 | .945+£.010 | 82.8+14 .9914+.021 41.5| 47.4

Table 4.




Stand Field-Measured Estimated Estimated Underlying Estimated Ground tqg
# |Tree Height (m) Tree Height, h, (m)] Topography (m) | Volume Ratio, Ry,
1 20 16.5+1.4 5.6+1.0 0.24+0.17
2 20 22.3+1.0 9.0+1.0 0.20+0.08
3 20 13.5+1.3 9.6+1.7 0.18+0.18
4 15 14.9+0.2 -1.3+04 0.254+0.05
5 15 17.245.7 -9.0+£6.0 0.13+0.08
6 0 0.00+0.4 0.00+0.3 0.01+0.14
7 3 0.01+£1.3 0.4+1.0 0.13+ >1.0
8 5 6.91+2.7 -0.3£3.0 0.06+0.08
9 10 5.6+0.5 -11.1+0.4 0.08+0.07
10 15 25.4+7.3 -3.4+7.2 0.02+0.03

Table 5.
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contribution was such that the ratio of ground to volume power was about 10% for a
20-m vegetation height. b) The calenlated {HHHH/VVVV} ratio as a tunction of veg-
ctation height for an oriented vegetation volume of dipoles, constrained to have polar
angles between 5° and 95°, with azimuthal symmetry. The {HHHH/VVVV'} ratios for

the randomly-oriented and ground-+volume mechanisms are shown for reference.

Figure 7: The correlation amplitude image for the part of the BOREAS Southern Study
Area used in the data demonstration. The numbers indicate the locations of stands,

100-200 m on a side, used in the analysis.

Figure 8: Vegetation height estimated from the BOREAS INSAR (stars) and
INSAR+{HHHH/VVVV} ratio (crosses) data, as a function of field-measured vegeta-
tion height.

Figure 9: Underlying topography estimated from the BOREAS data, as a function of

field-measured vegetation height.

Figure 10: Ratio of ground to volume power estimated from the BOREAS data as a

function of estimated vegetation height.

Figure B1: The specular propagation path P;, as defined in (B3). On the left side, three
components of the specular bounce path are shown: From the transmitter at Ri to the
specular point éspl,ﬁ( | ), from éspl,ﬁ to the volume element at R(z,y, z) ( || ), and from
R(z,y, z) back to the receiver at Ry (||). The right side shows the equivalent path from
R, to a point directly below the volume element at E(z,y,z0) on the ground ( | ) and

back from R(z,y, z0) to Ry ( II)-

Figure Cl: A patch of ground surface centered at R, L on a side, for which the field
in (19) is calculated. The vector R' represents any point within the patch and is the

integration variable in (18).
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Appendix A: The Ground-Volume and Volume-Ground Contributions
to the Received Field

In order to calculate the cross-correlation (4) for the specular ground-volume and volume-
ground mechanism in the presence of a randomly oriented volume, this appendix calculates
the specular contribution to the field Egl (Rl, Wp R) from a volume scatterer at fi, expressed
in (10). This field will then be inserted into (4) to arrive at the cross-correlation, as shown
in Appendix B. The field Etl (ﬁl , Wo; ﬁ) is that received at El due to a volume scattering el-
ement at K. The direct backscattered volume contribution, without the ground mechanism,

is as in (5), or E, in (10).

Deriving the specular ground contribution entails first considering the average field in-
cident on the scatterer at R when the specular ground reflection is significant. With a

specular contribution from the ground, this incident field will have two contributions:

(E;, (R wo)) = (Ej, (R, wo; B)) + (B, (R,wo; B, 5)) (A1)
where the first term is the average wave propagating directly from the transmitter to B and
the second term is the ground-reflected contribution, and R spl B is the specular reflection
point for vegetation at R, as shown in Figure 5b. Using the Kirchoff approximation for
a rough surface with zero average slope, the second term can be expressed as an integral
over the surface [Beckmann and Spizzichino, 1963], with an additional integration over the
vertical direction to describe the stochastic surface roughness. Assuming that #; is either
H or V simplifies the specular incident field, and, in any case, {; can be expressed in
these eigenpolarizations of the ground-reflection matrix (11). Accounting for the volume
propagation effects (see (5)) from the transmitter to the specular point, and from the
specular point to the volume element at R, the average field incident on R from the specular

reflection point is

‘ ikof eiko|é—-ﬁap1,ét 2mipo (£ Fy £y + 2)
(B, (R,woi Ry ) = — exp | <k s6 >~ )
4r|R — Rspl,Rl ocost,,,
x / P(2', z)dz’ / da'dy [(R; (0,1 1)) (kine — kvey) - 1t = (Kine + key) - 2] €' Fene=hren) F

(A2)
where <R£1 (gsplﬁ» is the average specular reflection coefficient for polarization £,
- élv

7 is a surface unit normal vector, and P(z', zy) is the probability density

R'(x',y', 2 (2, y')) is the surface integration variable, k. = R
k""‘ﬁ'f =R- Rspl.fé’

of the surface having a fluctuation of the 2z coordinate of z' — z; about a reference altitude

spl,f_L;

1



z. In (A2), z is the vertical coordinate of the volume clement at R. If, as in Beckmann and
Spizzichino, 1963, P(2', 2y) is taken to be of the Gaussian form exp[— (2’ —z2)?/202]/ /270,
with o, the standard deviation of surface vertical fluctuations, the method of stationary

phase [e.g. Ishimaru, 1978] applied to (A2) yields

- _’<R(03plvﬁ)_‘>tl - eiko [Iﬁl"ﬁspl,él+'ﬁ—ﬁspl‘ﬁl]
|R1 - Rspl,l—fI + |R - Rspl,él
27Tip0<£1 . Ff ‘ £1>(hv + Z) 1 0 (ZI - 20)2
x - e et et .
exp[ koCOSOSpLR‘ ]\/27\'0'z /_ooexp[ 20’2
27ripo<tAl g Ff . £1>(hv + Z)]
ko cos&splﬁ

<Ef1 (é7 wo; ﬁspl,ﬁ)> =

— 2iko cos (2" — z0)] d2’

~ AR, 2) - F1 T roughe®® [1Bi-R,,, al+IB-E,,, 4] exp |
(A3)

with I'yougn as in (12), and the distance from the transmitter to the surface plus the distance
from the surface to B has been approximated by A. In (A3), the result has been generalized

for arbitrary ¢; by including the average ground-reflection matrix <R(t93p1 §)>

The field incident at the volume scatterer at R must now be multiplied by the specular

scattering matrix Fg | A @ spherical-wave propagation term, and terms accounting
spl,R .

for propagation from R directly back to the receiver at R; (no further ground interaction),

yielding for the ground-volume contribution to (10):

Efl (Rla Wo; ﬁ)Ground—volume = A2FR‘ §—*R.1 <R(95p1,ﬁ)> . lemugh

4mipo(fy - Fy i)y, (A4)

]

spl,

exp [iko[lél - Rsplﬁl +|R - ésp1,§| +1R1 ~ Rﬂ exp | kogcosb . =
spl,R

The volume-ground term in (10) results from using the first term in (A1) as the incident
field on ﬁ, multiplying by the volume specular scattering matrix F FimB, | & and then
spl,

allowing the wave to interact with the volume and the ground on the way back to R,. The

second term in (10) results.




Appendix B: The Cross-Correlation for the Randomly Oriented Volume

and Specular Ground Return

This appendix derives Eq.(13) in detail. The two fields which must be introduced into
(4), with volume contributions (5), and ground-volume and volume-ground contributions

(10) are for transmission at polarization t; from fil and reception at end 1 of the baseline

47rip0<£1 'Ff . £1>(hv - Z)

By (Bi,wo; R) = A®F g 5 - £y exp[2iko| Ry ~ Rl + ]

ko cos @z
Volume
- dmwipo(ty - Fy - 1)k,
+ A% expliko{PL(R)} + p(;c< - 9f _1> JTrough
OC?S sp, R (B1)
X Fﬁsp,ﬁ‘*ﬁl <R(93p,ﬁ)> 1 Ground — volume
. — 47Tip0<£1 'Ff '£1>hv
2
+ A exp[zko{Pl (R)} + ko COS 031),}'2' ]Frough
X <R(93p 7)) 2 I éfl Volume ~ Ground
’ 3p,

For transmission at polarization t3 at end 1 of the baseline (assume that there is a trans-
mitter only at end 1) and reception at end 2 of the baseline, with R .y the specular point

between fiz and R

Etz(Rg,aJO,R) A? FB B tg exp[zko{lRl EI + Ié-— égl}
N dmipo(ty - Fs - 1) (hy — 2)

"o 00507 ] Volume
+ A% expliko{P1(R) + |Ry — B| - |Ry - R)} + ”Z< — DL} -
o COS sp,R (B2)
X Fﬁsp,ﬁ"’ﬁl <R(03p,§)>medg -ty Ground ~ volume
~ - ~, _, _, 4mipg(ty - Fy -t )k
+ A oxpliko (Po(B) + | — Bl |y — By ¢ 0l By by
ko cos 98p i
X (R(Hsp a) Fm—»R fg Volume — Ground

where the following definitions of round-trip range and interferometric phase were used in
(B1) and (B2):

it

( ) ‘ qspl,é_ﬁl‘—%‘ﬁ—ﬁspl,é‘ +'R1 Rl ~21R1 (:E y,ZO)l
PyR)=|R,,, 5~ Rol +|B = R, sl +|R2 — R| = 2| Ry — R(x,y, 20)| (B3)
$(R) = kol Ry = Bl ~ | By = BRI = ko(7i| ~ |72]) = ko(ry = 72)

1



;7 means the specnlar point between R, and R {(sce Figure Bl). In (B.‘.i)7 the

where R
spl, [t

first two lines show that the defined round-trip propagation distance is approximately equal
to the round trip propagation distance to a point on the ground (x,y, zp) directly below the
volume scatterer at B (see Figure B1). This approximation is accurate at the level of the
total path lengthx (h,/radar altitude)?, or about 1 cm for TOPSAR. This approximation
is equivalent to about a 0.2° interferometric phase error on a 5 m baseline at 8 km radar
altitude at C-band (TOPSAR ping-pong), which introduces few-cm errors in height deter-
mination and is therefore negligible; this error will be smaller still for spaceborne systems.
The cross-correlation of the Fourier field components needed for insertion in (4) results from
taking the inner product of (B1) with the receive polarization at end 1 of the baseline p;
and cross-correlating with the inner product of p, wi;ch (B2), yielding

—20zh,
cos g

(p1 - Efl (By,wo; R)p2 - Efz(ﬁz,wm R)) = A*exp] ]

X {((ﬁl Fpp )P Fy 5-12)) explig(R)] volume * volume
+ F20U9h<(ﬁl ) Fésp,ﬁ—"él <R(esp,ﬁ)> ’ tAl)(ﬁQ : F*ﬁsp_,ﬁl <:R')‘= (6sp,§)> : tA?)>
X exp[iq&(é)] Ground - volume * Ground — volume
+ Fgough<(ﬁ1 ' Fﬁspﬁ——»ﬁl <R(gsp,é)> ) 51)(132 ’ <R*(93p,}_f)> ’ F*R'l"’ﬁsp,ﬁ ) t2)>
x expliko{ Pi(R) — Ps(R) — i¢(R)}] Ground — volume * Volume — ground
{1 (RO, ) Fr g, o 002 Fy g (R0, 2) - 6)
x exp[i¢(R))] Volume — ground * Ground — volume
(B (RO, 2) Fr sy 862 (R0 ) Fy g )
x expliko{P,(R) — P2(R)} — qu(ﬁ)]} Volume — ground x Volume — ground
(B4)
Two types of partial derivatives of phase will occur in the simplification of (B4). They
are the derivatives used in Treuhaft et al., 1996 using the (ry, z,7) coordinate system, and
new derivatives introduced here using the (z,y,2) coordinate system necessary to treat
the specular mechanism. Both sets of derivatives result from Appendix A in Treuhaft et
al., 1996 and are shown in (B5) and (B6) below, with B the baseline length, é the angle

between the baseline and the horizontal, and |y indicating evaluation at the center of the

2




range resolution cell, on the ground at R = Ry:

ar = ko (M) — ko B cos(8y — 6) cos By
Ori )l 71, 5in 0
a, = k@(@(n - rz)) _ koBcos‘(ﬁo - 4)
9z 71,m10 T'1o SII1 90
an = ko (Q%_%E) = —koBsinfgsinngcosé =0
r1,210

The derivatives in the rectangular coordinates are

_, (0(r1—ra)
Ry = ko( 6;1,‘ )yaz

,210 rlo .
_ koBsinfycos(fy — 6)

0 Tlo

__ koBcos by cos(fp — 6)

0 Tlo

_ koBsin(6 — 6p) sin 6 sin no

Noting from (B3) that

ko(Py(R) - Py(R)) = 2¢(R(z,y, 20)) and
¢(§) ~ (f)(é(l‘, Y, zO)) + "CZ(Z - ZO) =

-

ko(PL(R) — P2(R)) — ¢(R) = ¢(R(z,y, 20)) — k(2 — 20)

=0

(B5)

(B6)

(B7)

The dependence on the rectangular-coordinate partial derivative results because the P, and

P, path lengths depend on the rectangular z,y at z = 2. Because of (B7), and because

the argument of Egl(ﬁuwo; R) needed for insertion in W, in (4) depends on P, (and not

on R, — R as for the volume backscattering case), the Taylor expansion of the phase about

the reference point must be done in rectangular coordinates for the specular terms. The

3



cross-correlation of the Fourier components in (B4) therefore becomes

" — d = o g g 1 i > "2 (L'I"l,'
(p1 - E; (R, wo; R)py - ET (L, wo; R)) = A'e'(0) oxp| 7 :
. cos Ay
* {<(ﬁ1 Fpg- 1) (pa - F = t2)) explic.(ry — ro) + iz (2 — z9)] volume * volume

+F?ough<(ﬁ1'FR -—»R1<R9 > tl p2 F" __.RL<R* spR)> t2)>

(
X explikg(x — :co) + ik2(z — z9)] Ground — volume * Ground — volume
+onugh<(i)1 'FR‘S ~—>R1<R(03pR > tl p2 <R* spR > F* __.R Lt2)>
X explikg(x — xg) — 1Kz (z — 2p)]
Ground — volume * Volume — ground
2 ~ ¢ ~ * * P
+ FTO'U.gh((pl : <R(93p,ﬁ)> ) FR‘l_*R'sp,é : tl)(pz : Fﬁap,fi_’ﬁl <R (ospyﬁ)> ’ t2)>
x explitz (T — To) + ik (2 — 20)]

Volume — ground * Ground — volume
2 S \/a . -
+Frough< <R sp, )> 'Fﬁl—"’ﬁsp’é tl)(pz ’ <R (espR > FR1—>R t2)>

X explikg(x — xg) — 1k, (2 — zo)]} Volume — ground * Volume — ground

(B8)
Inserting (B8) into (4) and noting that the z — y integration is equivalent to the r —
integration results in the cross-correlation in (13). Note that for ping-pong mode, in which
there is a transmitter at each end of the baseline, the phases of the specular terms in (B4)
all become iko(Pi(x,y, z0) — P2(z,y,20)) and x, — 0 in (B8), and the baseline effectively
doubles. This is because ¢g(20) — 2¢o(20) and k; — 2k. Note that, from the single-
transmit mode in (14) and the appropriate limits for ping-pong, single-transmit and ping-
pong are not simply related by a factor of two effective increase in baseline length, as is the
case for any of the other models in this paper. The additional decrease in cross-correlation
amplitude for the single-transmit case in (14) would be important if the specular return
dominated over the volume return, which will probably only be the case for P-band (~ 80

cm) and larger wave lengths.




Appendix C: The Field due to a Randomly Oriented Volume

and Direct Ground Return

This appendix derives the field (19) which leads to the cross-correlation (23) due to direct
ground returns in the presence of a randomly oriented volume. The fields at the surface must
be inserted into (18) to derive the received field (19). The surface field from the direct ground
surface return follows from considering the field from small, independent surface patches, of
length on a side L. This is equivalent to the Foldy approximation used in Treuhaft et aI.,
1996, in which small elements of the volume are considered to be independent scatterers.
The waves scattered from each small patch, due to an incident plane wave propagating in
free space, can be expressed in terms of a spatial Fourier series [Ishimaru, 1978]. Extending
the treatment to account for spherical incident waves propagating through the randomly
oriented volume yields the following Fourier series expansions for the field components at
the surface location R'(z’,y', 2’ ) from a patch centered at R in the x-y plane at y = 0 (see

Figure C1) for insertion in (18):

. ikl R —Ra| 27ripo<fl -Fy- £1>hv
Eﬁ.x(R ) =75 D exp [ ) ]
IR'— Rll /=0 kO COSGR

X Z Apppetvma tony' +b(min)z) diffyse only
m,n ’

. eiklﬁ,’—fill JRITN
E; J(R)= [——_.———:-— - incident plus specular reflection
’ IR — Rl' z’=0 A
ik| R~ Ra o : 27mipe{ty - Fys-11)h,
;*T_ Zanet(umm +ony’+b(mn)z')  Jiffuse exp [ 7”"00< 1" t7 1> ]
IR - Rli 2'=0 m,n ko COS@R*
- ik| R~ Ry 2mipg(ty - Fy -ty )h,
Efl Z(R') = -————~———e - = exp[ PO< ! f 1> ]
' [R~ Ryl l=0 ko cos 5

X Z Cmnei(”mzl+""yl+b(m’")"') diffuse only
m.,n

(C1)
where the incident field is assumed to be polarized in the H, or y-direction, and A is the

total path length for the specular reflection at Rspl 7> 8iven by
A=|R - Rspui'l + lepl,ﬁ,’ - Ryl (C2)
and where, by the wave equation, in the x-z plane,

k* = (ksin®; + vm)* + (vn)? + b(m, n)? (C3)

1



Following Ishimaru, 1978, (C1) represents a perfectly-conducting surface, which is general-

ized to an arbitrary dielectric constant below.

In (C1), Amn, Bmn, and Cyy,,, are the Fourier amplitudes for spatial frequency mv and
nv in the x and y directions, with v = 27/L. The term b(m, n) is constrained by the wave
equation to be

b*(m,n) = kj — (kosinf + mv)? — (nv)? (C3)

In order to find the surface scattered fields as a function of surface roughness, the surface

roughness is expressed as 2’ = ((z’,y') and as a Fourier sum

((@',y) =) P(m,n)etm= iy with

m,n
L/2
P(m,n) = ——1—2-/ / ((z,y)e  metvrilgrdy
L2 J /2 (C4)
’ 1 L/ ! —ilvmxzg+uvn
<P(m, n)P*(m ?n/)> - fi/L/z <C(z,y)((:c ’yl)>e i aF 'yd]dxddyd‘sm,m’én,n’

= W(m, n)bmm Onn

If ko is assumed small, then the A, Bmn, and Cp,, terms and the exponentials in (C1)
can be expanded in terms of ko and only first order terms kept. The tangential boundary

conditions on the electric field imply

Ey -+ QC-Ef =0
1y 68:2, 1 (CS)
Byt @Eﬁ,z =0

Expanding. (C1) to first order in ko, substituting (C1) and (C4) into (C5), and using

the divergence Maxwell equation shows

Al =0
B,(,i,)l = 2i kg cos 6 P(m, n) (C6)
oW _ —2ikg cos 8gvn P(m,n) ‘

mn b(m,n)

Substituting the coefficients in (C6) into (C1), using the curl Maxwell equation to find the
magnetic field V x E',;l = 'éwougﬁil, and finally putting (C1) and the magnetic fields into

2




the surface integral in (18) yields for the field at ﬁl, for example when p, = H={,

Coam s ikgeBhol BBl dgip (f F -0,
H-E; (Ri,wo; B) = -2
o (flr,woi B) 4t |\R, — RJ? exp ko cosf g ]

x / d:r'dy' ZP(Vm, Vn)ei((um+2lcosin()o)z'-'r-uny') (C?)

m,n

2ikg cos 8y

X {2ik0 cos? Gy — o

[v*n? + b7}

which generalizes to (19) for arbitrary polarizations and dielectric constants, when the last
term in brackets is generalized to f; ; (vm,vn) [Ulaby et al., 1982]. Noting that as L gets
much larger than any characteristic roughness scale, i.e. as the roughness of surface elements

becomes uncorrelated, the power spectrum of surface roughness can be expressed as
Wp(vz, vy)dygdy, = Llim (L?/Am*)W (m, n)Av, Ay,
—00

with Ay, = 2mn/L and Avy, = 2nn /L, which is used in the cross-correlation in (20).



Appendix D: The Field due to an Oriented Volume

This appendix derives the field (26) which leads to the cross-correlation (27) due to
an oriented volume. As in appendix A, the average field at the scatterer at R due to a
transmitter at Rl is needed first. By generalizing the approach in Treuhaft et al., 1996, this
field is given by a contribution directly from the transmitter (the first term below) plus one
from all other scatterers (the integral):

eikol B' - | L - 5
o—=——=(Fz,_n_a_i)Ei, (R woRi))d’R
|R' — R|
(D1)

where <F B R Fr_ §> is the scattering matrix for a wave incident from the transmitter on

(B, (oo ) = delf-lg, 1 [

a volume scatterer at R’ and scattered toward the scatterer at R, and (Efl(ﬁ’ , W03 ﬁ1)> is
the average field at the scatterer at R’. All other terms are defined after (5) in the text. If
the average scattering matrix is a multiple of the identity matrix, as it is for a randomly
oriented volume, then all terms in (D1) are in the f; direction and (D1) becomes a scalar
integral equation for the field incident on R with a solution which eventually leads to the
‘backscattered field in (5). If the volume is oriented, then the action of (F B R —fr— 7) on
<E}1 (R, wo; ﬁ1)> will introduce components in (D1) which are orthogonal to #;, and (D1)
becomes a vector integral equation. Because that the method of stationary phase [Ishimaru,
1978] shows that only the average forward-scattering matrix (F) enters into the solution
of (D1), expanding all field components in terms of the eigenvectors of <F f>, Do and Py,

assumed orthogonal (i.e. (Fy) is symmetric) yields:
(<E£1(R., wo; B1)) - Pa)Pa + ((Egl(ﬁ, wo; R1)) - po)py =

o oa gikol R/~ R
Aezko'R—R1[(t1 . ﬁa)ﬁa +/

Pom((Ff>ﬁa) <E£1 (R, wo; §1)> P &R

(D2)

s m eiko| R’ —R| s = . X
+Aezko|R—Rll(t1 ‘Pb)Pb'*‘/.pO__“R‘, é[ (<Ff>pb) <E£1(R/,wo;R1)> -pp &°R

As suggested- by (D2), separating the terms involving p, from those involving p results in
two integral equations equivalent to the case in which <F f> is the identity matrix. The
method of stationary phase yields the solution for each of the p, and p, components, and

their sum forms for the total average field incident at R:

<E[1(ﬁ’w0; é1)> =

2ipoNa(h, = 2),

A(tl 'Pa)pa exp [ILkO|R - Rll + k() COS()E

(D3)

27Tll:p0/\b(h'u - Z)]
ko cos 5

+ A(ty - Po)ppexp [’i/fo|ﬁ - R\l +




where A, and A, are the complex eigenvalues of <F/> From the definition of refractivity

and extinction, the eigenvalues are

2 .
0 N = ko + i (D4)
ko 2

where 1 takes on the index a and b, and x; and o, are the refractivity and extinction
coefficient respectively for eigenpolarization p;. Note that if o, is different from o,,, a
wave incident at an arbitrary polarization will change its polarization as it propagates into
the volume. However, at either p, or py, the wave will retain its polarization, but each will

propagate with different characteristics, as schematically indicated by Figure ac.

In order to calculate the field received at R; (26), (D3) must be operated on by the
backscattering matrix F g and a free-space propagator (the first term below) and propagated

back through the rest of the volume (the integral):

- - - eiko]él‘ﬁl — - N
E; (Ry,wo; R) = AI—E—TFB<E£1(R, wo; Ry))
-

zko|R1 . .
+/ ( f>< (R',wo; R))d°R’

|R, — R| .
ikoxi(hy —2) 04, (hy — z)]

~ A262iko|R1—R|FB Z(t‘l ~pi)piexp |

- cos g 2cos Oy
/ etelf” >Z (B (R wo; B)))p; R’
+ , W03 D
iR R’ Fy £ 0; R)))D;
; _ . s aga . koxi(hy —2)  0gz,(hy — 2)
— A2 2lk0|R1 Rl ) t B, "F Ds 1 0 . Ty
e ;pJ;(l p:)(p; - Fg pi)exp | P~ Seostn )
iko| Ry | ) . =, - " 3
+/po——‘—‘~ — (B (E;, (R wo; R)))p; d°R
|R1 - Rl 7
(D5)

Comparing (D5) to (D2) yields a solution for the field at R, analogous to (D3):

- — o= i 5 _B . 'Lk ‘hu‘—z Uzj(hv_z
Efl(Rl’WO;R)=A2e2 ol fa RlijeXp[ OXZ(ESHO )_ 2 cos By )]

J

XZ pz p] FB Pz)EXP[

ikoxi(ho —2) 0y, (hy — z)]
cos g 2 cos g (D6)

— AZe 2iko| Ry — RJ

iko(xi + xj)(hy —2)  (0p, +0z,)(hey = z)]

X 1 F 1 B
Z pj(tr-Bi)(B; - Fp-pi)exp cos By 2 cos by

Taking the inner product of (D6) with the receive polarization p, yields the field received

at R, due to an oriented volume (26).



Data Type Acronym Transmit | Receive | Transmit | Receive | Baseline
Pol. 1 Pol. 1 Pol. 2 Pol. 2 | Length
Interferometry INSAR t 4 t 4 Nonzero
Polarimetry POLSAR t1 D1 to D2 Zero
Polarimetric POLINSAR t1 D1 to D2 Nonzero
Interferometry

Table 1.




Model Observation Parameters
Randomly Oriented Interferometric hy, 20, Og
Volume Cross Correlation (V or H)
{HHHH/VVVV} None
Ratio
{HAVV} T
VIHEAR/ (VUV} b
Randomly Oriented Volume Interferometric hy, 20, O
+ Specular (°) Ground Cross-Correlation (V) A%D
or Direct (P) Ground
Interferometric hy, 20, Oz
Cross-Correlation (H) A?{’D
{HHHH/VVVV} hy, 0%
. S,D S,D
Ratio AV , A i
{HAVV} b o
V{HHHEW{(VVVV) v
S,D
Lo Ap g
Oriented Volume Interferometric hy, 20, Oy, Oz,

Cross-Correlation (V or H) Xa = Xbs P,
{{(Pi - Fo - p;)(Pr Fyp- 1))}
{HHHH/VVVV} same
{HAVV}

NI NA%3

Polarimetric Interferometric

Cross-correlations at p, and Py

hf’l)y Z(), OIaa (7(1,‘(,7 ¢ﬁ,f1

" Tuble 2.




Symbol Description First
Appearance
.y, Derivative of interferometric phase (6)
w.r.t. height, distance, (r,z,n7) coordinate system
A, The normalized cross-correlation amplitude contribution from (7)
the distribution of scatterers in range (the r integration)
®0(z0) Interferometric phase due to scatterer at Ro(zo) (7)
{HHHH | The H to V, transmit and receive, polarimetric power ratio (8)
JVVVV}

Ty Normalized backscattering {HHVV'} cross-correlation (9)

F Rept, 1 Volume scattering matrix fr(zm specular ground point to R (10)
R (6o) Specular reflection matrix at angle 6 (10)
Kz, Kz, Ky Derivative of interferometric phase (13)

w.r.t. height, z, and y, (x,y,z) coordinate system

AzS Ratio, specular/backscattering strength for £, defined in— (14)
Af} LD ‘ Specular to back scattering for HHVV, defined in — (17)
Wp Surface roughness spatial power spectrum (20)
Xy fr Oy A Slightly-rough surface reflection coeflicients (21)
AED Ratio direct-surface to backscattering strength, defined after — (24)
Da, Db Eigenvectors of forward scattering matrix for oriented volumes (26)
Xay Xb Refractivities for each eigenvector (26)
Ty Oy Extinction coefficients for each eigenvector (26)
R,_, Ratio of received ground power to received volume power (29)
€ Ground relative dielectric constant (31)

'Y Estimated direct-to-back strength parameter defined after— (31)




Symbol Description First
Appearance
M Model function relating radar observations to Fig. 1
parameters describing a vegetated land surface
D1, D2 Receive polarization at end 1,2 of the baseline or at (1)
the 1,2 position in the cross-correlation for zero baseline
Eil(ﬁl) Vector signal received at end 1 of baseline, located (1)
at Rl, due to transmit polarization #;

HV Horizontal and vertical polarization unit vectors (2)
Ro Center of range and azimuth resolutions, at ground level zg (4), Fig. 4
Po Volume number density of volume scatterers (4)
o) Surface number density of independent surface elements (4)
wo Microwave frequency at center of band pass (4)

_‘il(ﬁl, wo; Rv) Vector field received at By due to volume scatterer at R, (4)
El (R1,wo; ég) Vector field received at R; due to surface element at Rg (4)
W, Wy — Range, azimuth resolution functions (4)

ko Microwave wave number at center of band pass (5)

A Distance factor for spherical waves, 1/|B; — Ry - (5)

Fy, Fy Backward, forward volume scattering amplitude matrices (6)

o Interferometric incidence angle (6)

Iy Vegetation height (6)

O Vegetation volume extinction coefficient (6)

Table 3.




Stand 2.5-m 2.5-m 5-m 5-m HHHH/VVVV | 6, Op
# Amp. Phase (°) Amp. Phase (°) Ratio )| ©)
1 959+.003 | 40.5+£2.9 | .844+.006 | 62.945.1 .898+.016 29.3| 56.6
2 9214+.007 | 57.8x1.1 | .724+.024 | 104.31+5.9 .9164.022 28.0] 59.6
3 977+£.004 | 45.14£5.2 | .913+£.010 | 80.0+8.4 .926+.022 32.7| 56.6
4 .974+.001 13.7£.5 .895+.005 22.7+.9 .914+.032 3341 544
) .974+.002 8.9t.4 .903£.007 | 21.7£1.5 .960+.027 37.11 52.5
6 1.001+£.001 0.£.34 i 1.001£.002 0.4.98 1.270+.024 36.5| 53.7
7 .999+.002 0.2+1.9 | 1.003£.005| 2.7+3.3 917+.025 39.8| 52.5
8 .999+.001 7.2+.8 987+.001 | 16.942.1 .985+.032 41.5| 51.3
9 997+£.002 | -23.5+£.3 | .978+.005 | -58.4+.6 .9854:.037 28.4] 56.0
10 .987+.003 37.5+.9 .945+.010 | 82.8+1.4 .991+.021 41.5| 474

Table 4.




Estimated Underlying Estimated Ground to

Stand] Field-Measured Estimated
# |Tree Height (m) Tree Height, h, (m) Topography (m) | Volume Ratio, Ry_,
1 20 16.5+1.4 56410 0.24:£0.17
2 20 22.3+1.0 9.0+1.0 0.20-:0.08
3 20 13.5+1.3 9.6:£1.7 0.180.18
4 15 14.9+0.2 -1.3+0.4 0.25+0.05
5 15 17.245.7 -9.0+6.0 0.1340.08
6 0 0.00-£0.4 0.00+0.3 0.0140.14
7 3 0.01+1.3 0.4:£1.0 0.13+ >1.0
8 5 6.9+2.7 -0.3+3.0 0.06+0.08
9 10 5.6+0.5 -11.14+0.4 0.0840.07
10 15 25.4+7.3 -3.4+7.2 0.0240.03

Table 5.
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